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Preface 


This manual contains the latest configuration information 
for the following units of the IBM 3270 Information 
Display System: 


e 3271 Control Unit 
e 3272 Control Unit 
e 3275 Display Station 
e 3284 Printer 
e 3286 Printer 
| * 3287 Printer (attached to a 3271 or 3272 unit) 
e 3288 Line Printer 


For current configuration information about the following 
units, see the publication JBM 3270 Information Display 
System Feature Description, GA23-0113: 


e 3262 Line Printer 

e 3274 Control Unit 

e 3276 Control Unit Display Station 

e 3277 Display Station 

e 3278 Display Station 

e 3279 Color Display Station 

e 3287 Printer (attached to a 3274 unit) 
e 3289 Line Printer 


Organization of This Manual 
This manual contains two chapters and two appendixes: 


e Chapter 1, “Feature Descriptions,” describes the 
features available for the above units of the IBM 3270 
Information Display System. 


e Chapter 2, “Feature Lists,’ contains detailed feature 
lists and feature numbers for each unit. The features 
are categorized for each unit as follows: 


— Universal 
— Americas/Far East (A/FE) 
— Europe/Middle East/Africa (E/ME/A) 
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The universal listing for each unit contains those feature 
items that are generally available in the United States 
and in A/FE and E/ME/A countries. The A/FE and 
E/ME/A listings for each unit are additions to the 
universal listing intended to support the national 
requirements of the various A/FE and E/ME/A countries. 


e Appendix A contains control storage requirements for 
the 3274 Control Unit. 


e Appendix B lists abbreviations used in this manual. 


Related Publications 


Configuration information applicable to other 3270 system 
units is given in: 


IBM 3270 Information Display System Feature 
Description, GA23-0113. 


Introductory information about the 3270 Information 
Display System is given in: 


An Introduction to the IBM 3270 Information 
Display System, GA27-2739. 


Character sets and keyboards are described in: 


IBM 3270 Information Display System: Character Set 
Reference, GA27-2837. 


Physical aspects of the 3270 system are described in: 


IBM 3270 Information Display System: Installation 
Manual — Physical Planning, GA27-2787. 
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Chapter 1. Feature Descriptions 


The features for the IBM Information Display System are categorized as specify or 
special. A specify feature is usually one that must be chosen to make a unit functional. 
A special feature is usually an optional one that may improve performance, provide 
additional operational capability, or permit expansion of the unit. 


Specify Features 
The specify features for the 3270 system are described below. 


Notes: 
1. For countries other than the United States, a keyboard language must be specified. 
_ The keyboard language selected must correspond to the character set to be used. 


2. Refer to the IBM 3270 Information Display System: Character Set Reference, 
GA27-2837, for character set differences. 


3. See Forms Design Reference Guide for Printers, GA24-3488, for forms design 
considerations and limitations. 


2835 Datel 2412 Service (3274-1C, -21C, -31C, -51C, 3276) 


Provides the communication cabling required when the indicated service is used (U.K. 
only). 3 


2898 Dial Disconnect Switch (3276) 


Required if D1200S/2400S switched service in Germany, if Datel 2400 switched service 
in Switzerland, or if 600 Switched Service in the United Kingdom is used. 


2943 NTT D-1 Service (3274-31C, -51C, 3276) 


Provides feature compatibility with this service (Japan only). 


9011 Alternate Mailing Address (3274) 


This optional feature must be ordered to specify that diskette-only updates are to be 
mailed to an alternate site address. The alternate address selected is usually that of a 
central site location. The purpose of this feature is to assist the customer with his 
network management. 


9030 Blower (3287) 


Provides a blower if the unit is to be used in an environment above 32.2°C (90°F) 
ambient temperature [specification limits up to 40.5°C (104°F)]. Field installation is 
not recommended. 


9061 3.0-Meter (10-Foot) Communication Cable (3274-1C, -21C, -31C, -51C; 3276) 
9062 9.1-Meter (30-Foot) Communication Cable (3274-1C, -21C, -31C, -51C; 3276) 
9063 12.2-Meter (40-Foot) Communication Cable (3274-1C, -21C, -31C, -51C; 3276) 


Provide a communication cable of the indicated length in lieu of the standard 6.1-meter 
(20-foot ) Cable. 


9082 EBCDIC Character Set (3276, 3287) 


Provides the 94-character extended binary-coded decimal interchange code (EBCDIC) 
character set. On 3287, mutually exclusive with Data Analysis — APL (1066). With dis- 
plays, used in conjunction with 75-key Typewriter Keyboard (4261), Data Entry Key- 
board (4622 or 4623), an 87-key EBCDIC Typewriter Keyboard (4627), EBCDIC 

Ty pewriter/APL Keyboard (4624), or EBCDIC Typewriter/Text Keyboard (4629). 
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9084 


9089 


9091 


9092 


9093 


9110 


9111 


ASCII Character Set (3276, 3287) 


Provides the standard American National Standard Code for Information Interchange 
(ASCII) character set. On 3287, mutually exclusive with Data Analysis — APL (1066). 
With displays, used in conjunction with 75-key ASCII Typewriter Keyboard (4624) or 
87-key ASCII Typewriter Keyboard (4628). 


EBCDIC Character Set (3275, 3277, 3284, 3288) 


Provides the 64-character EBCDIC character set. Mutually exclusive with Data Analysis — 
APL (1066). Prerequisite: EBCDIC Transmission Code (9761). 


ASCII Character Set (A) (3275-1, -2, -11, -12, 3277, 3284, 3286, 3288) 


Provides the 64 ASCII characters, but substitutes the logical OR and logical NOT for the 
exclamation mark and circumflex. Mutually exclusive with Data Analysis — APL (1066). 
Prerequisite: ASCII Transmission Code (9762 or 1200). 


ASCII Character Set (B) (3275-1, -2, -11, -12, 3277, 3284, 3286, 3288) 


Provides the standard 64 ASCII characters. Mutually exclusive with Data Analysis — APL 
(1066). Prerequisite: ASCII Transmission Code (9762 or 1200). 


EBCDIC TN/T11 Character Set (3277, 3288) 


Provides the 120 characters of the TN/T11 print train. Prerequisites: Text Print feature 
(7880) and EBCDIC Transmission Code (9761). 


Configuration Support A (All 3274 Models) 


Configuration Support A is shipped with all 3274s unless Configuration Support B 

(9111) or Configuration Support C (9112) is specified. It provides support for all 

3270 functions listed in the storage figures in Appendix A. It also provides support for 
solicitation of summary maintenance statistics from 3274 Models 1A, 21A, 31A, 1C/SNA, 
21C/SNA, 31C/SNA, and 51C/SNA through the use of Network Problem Determination 
Application (NPDA), and support for base color on attached terminals. 


Configuration Support B (All 3274 Models except 1B and 21B) 


Configuration Support B provides support for all 3270 functions included in Configura- 
tion Support A, plus the ability to attach the 3278 Model 5 and support for the following 
using systems network architecture/synchronous data link control (SNA/SDLC): 


e Pacing of inbound message traffic (Models 1A, 21A, 31A, 1C/SNA, 21C/SNA, 31C/ 
SNA, and 51C/SNA) 


e Automatic session recovery in both single- and multidomain networks (Models 1C/ 
SNA, 21C/SNA, 31C/SNA, and 51C/SNA) 


e Host notification of changes in the power on/off status of attached terminals (Models 
1A, 21A, 31A, 1C/SNA, 21C/SNA, 31C/SNA, and 51C/SNA) 


9112 Configuration Support C (All 3274 Models except 1B, 21A, 21B, 21C, and 21D) 


Configuration Support C provides support for all 3270 functions included in Configura- 
tion Support B, plus support for the following: 


e Structured Field and Attribute Processing (SFAP) (EBCDIC only) 
Programmed Symbols (PS) on attached terminals 


Extended Color on attached terminals 


8 
e Extended Highlighting on attached terminals 
e Decompression of PS load data 

e BSC Text Blocking 

e BSC Transparency 

e Integrated Modems (Models 31C and 51C only) 

e Switched Network Operation (Model 51C/SNA only) 
e Loop Attachment (Model 51C only) 


Prerequisites: For Model 1C, Extended Function Store Type C2 (3623) or C3 (3625); for 
Model 51C, Extended Function Store Type D1 (3630) or D2 (3632). 


Note for 9111 and 9112: The Configuration Support required for the 3274 must be 
determined before special features are ordered or the 3274 is attached to certain ter- 
minals. See Appendix A. 


9135 Base Color Black (3287-1C, -2C) 


When this feature is specified, color mapping occurs as follows: when the display 
Station displays in green, or when the appropriate attribute byte is received, the printer 
will print in black; when the display station displays in white, or when the appropriate 
attribute byte is received, the printer will print in green. 


9136 Base Color Green (3287-1C, -2C) 


When this feature is specified, color mapping occurs as follows: when the display station 
displays in green, or when the appropriate attribute byte is received, the printer will 
print in green; when the display station displays in white, or when the appropriate 
attribute byte is received, the printer will print in black. 


9162 Pin Feed Platen: 126-Position (3284, 3286) 
9167 Pin Feed Platen: 120-Position (3284, 3286) 
9168 Pin Feed Platen: 132-Position (3284, 3286) 


Provide for the indicated number of print positions. Hole-to-hole spacing is: 
120 positions (9167) — 31.8 cm (12-1/2 inches) 
126 positions (9162) — 33.3 cm (13-1/8 inches) 
132 positions (9168) — 35.2 cm (13-7/8 inches) 
9185 Variable Width Forms Tractor — Paper Handling (3287) 


Provides for handling forms with an overall width from 76.2 to 203.2 mm (3 to 8 inches). 
Prerequisite: Variable Width Forms Tractor (8700). 


9399  1.8-Meter (6-Foot) Keyboard Cable (3276, 3278) 


Provides a keyboard cable of the indicated length in lieu of the standard 0.9-meter (3-foot) 
cable. 
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9405 


9488 


9488 | 


9490 


9491 


9490 
9491 


9492 


9493 
9494 
9495 


9496 


9520 
9521 
9522 
9523 
9524 


9525 © 


9651 
9652 


4.3-Meter (14-Foot) Loop Station Connector Cable (3274-51C; 3276-11, -12, -13, -14) 


Provides a communication cable of the indicated length in lieu of the standard 1.8-meter 
(6-foot) cable for attachment to a loop of the 8100 Information System. 


X Print Error Indication (3287) 


Provides an error indication by printing an X on the print line immediately below the last 
line normally printed. This feature is inactive when the printer is in SNA Character String 
(SCS) mode of operation. 


Print Error Indication (3289) 


Provides an error indication by printing an error graphic on the line immediately below 
the last print line for that data buffer when the printer is used in 3270 Data Stream mode. 


Switched Network (3276-11, -12, -13; -14) 


Provides for operation on the public switched network. 


Nonswitched Network (3276) 


Provides for operation on nonswitched communication facilities. 


48-Character Set EBCDIC Print Belt (3289) 
64-Character Set EBCDIC Print Belt (3289) 


94-Character Set EBCDIC Print Belt (3289) 


48-Character Set ASCII Print Belt (3289) 
64-Character Set ASCII Print Belt (3289) 
94-Character Set ASCII Print Belt (3289) 
125-Character Text Print Belt EBCDIC (3289) 


_ Provide a print belt or the indicated character set. (U.S. only; contact IBM for other 


character set languages.) 


480-Character Print Operation (3287) 
960-Character Print Operation (3287, 3289) 
1920-Character Print Operation (3287, 3289) 
2560-Character Print Operation (3287, 3289) 
3440-Character Print Operation (3287, 3289) 


—3564-Character Print Operation (3287, 3289) 


Provide for operation with a program that requires a printer buffer of the indicated size. 


Notes: 


1. To provide compatibility with 3271 /3272 application programs using the Erase/Write 


command for the 3270 system, feature 9521 provides 480-character print operation 
and 9522, 9523, 9524, and 9525 provide 1920-character print operation. Allowable 
usage in SCS of the full buffer varies with the control unit (3274 or 3276) to which 
the printer is attached and with programming considerations. Copy operation from a 
larger screen display to a smaller printer buffer is not acceptable. 


2. Features 9523, 9524, and 9525 on the printer require the Extended Print Buffer 
(3880) feature. 


4-Wire Facility (3274-51C, 3276) 
2-Wire Facility (3274-51C, 3276) 


Provide for operation with the indicated communication facility. Prerequisites: 5500, 
5507, or 5508. | 


9660 


9661 


9761 
9762 


9850 


9944 


SCS Support (3287) 


In the SNA environment, provides the capability for receiving the SNA Character String 
(SCS) data stream from the host system via a 3274 or 3276. This feature allows the 
printer to perform such functions as: 


e@ Vertical forms skipping to a header or to a vertical tab position. 


e@ Horizontal skipping to a horizontal tab stop position. 


Page size, header location, and vertical and horizontal tab positions are host-loaded 
through the 3274 or 3276 via application programming. Included in SCS Support (9660) 
are the Cancel and Program Attention 1/Program Attentions 2 (PA1/PA2) switches. The 
Cancel switch allows operator termination of the current print operation. The PA1/PA2 


_ switch allows the operator to request a specific action from the user-written program in 


the host. Operator settings for page-length control, 6 or 8 lines per inch, and maximum 
print position are set by the host program when the 3287 has the 3274/3276 Attachment 
(8331) and SCS Support (9660) and only when the user is operating in SCS mode. SCS 
mode always operates in dual case. Mutually exclusive with 3271/3272 Attachment 
(8330) ASCII Character Set (B) (9084). It cannot be installed on a 3287 that is attached 
to a 3274 Model 1B, 1D, 21B, 21D, or 31D. 


Note: 9660 does not support PS-2 (5781), PS-4 (5782), PS-4A (5783), or color printing. 


SCS Support for Structured Field and Attribute Processing (SF AP) (3287) 


In the SNA environment, provides support of Extended Highlighting (underscore), 
Programmed Symbols (PS-2 and PS-4 on all models, PS-4A on Models 1C and 2C), 
decompression of PS load data, and Read Partition (query). Limitations: Cannot be 
installed when the 3287 is attached to a 3274 Model 1B, 1D, 21B, 21D, or 31D, or when 
ASCII Character Set (B) (9084) is used. Prerequisites: Extended Character Set Adapter 
(3610), PS-2 (5781, for Models 1 and 2 only), SCS Support (9660), and a 3274 Model 
1A, 1C, 21A, 21C, 31A, 31C, or 51C with the structured field and attribute processing 
(SFAP) and SCS options of Configuration Support C (9112). 


EBCDIC Transmission Code (3271-1, -2, 3275-1, -2, -3) 
ASCII Transmission Code (3271-1, -2, 3275-1, -2) 


Provide the indicated 8-bit transmission code over the transmission facilities (U.S. only). 


Vertical Forms Control (3288) 


Allows insertion of the forms-feed character (hex ‘OC’) into the data stream. Upon 


_ detection of this character, the printer will skip to the first print line of the next form. 


The form length (00—99) is entered via two decade switches by the operator. Mutually 
exclusive with Katakana Character Generator (2706). _ 


X Print Error Indication (3288) 


Provides error indication by printing an X on the print line immediately below the last 
line normally printed. | 
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Special Features ek se | he wie 
Following are the special features for the 3270 system. 


Notes: 


1. A variety of keyboard features are available. Variations among keyboards include 
78- and 66-key versions: operator console, data entry, data entry-keypunch layout, 
typewriter EBCDIC, and typewriter ASCII layouts. Refer to the {BM 3270 Informa- 
tion Display System: Character Set Reference, GA27-2837, for the keyboard layouts 
and characters. — 


The 66-key voupeaa fulfills the ie needs of the display operator. The 78-key key- 
_ board provides expanded operator-to-program message flexibility with 12 additional 
keys for the use of the application program. 


The operator console key layout, which is similar to an IBM 1052-7 keyboard, is 
available as a 78-key keyboard. The data entry layout and the data entry-keypunch 
layout, which are similar to the keyboards on the 29 Card Punch and 129 Card Data 
Recorder, are available as 66-key keyboards. a 


2. The Data Analysis — APL feature (1066 ) makes possible interactive operations 
between the terminal user and host-initiated APL and Text programs. This feature 
permits 3270 devices attached to the 3271-2 or -12, or the 3272-2, to display or 
print any of the 204 characters that make up the character set. The APL keyboard, 
attached to a 3277-2 with this feature installed, can directly input 169 of the 204 
characters available; an attached Text Keyboard can directly input 151 of the 204. 
The 3284, 3286, and 3287, with this feature installed, can print out all 204 characters. 

The 3288 with the Text Print feature (7880) can print out 120 of the characters. 


3. Keyboards used on 32 75 and 3277 display stations are not interchangeable with 
keyboards used on 3276, 3278, and 3279 display stations. 
1009 Address Keylock (3276) 


Controls access to the unit aides switches (and, in some units, transmit level switches), 
which are located in the Operator Panel Drawer. 


1066 Data Analysis — APL (3271-2, -12, 3272-2, 3277-2, 3284-2, 3286-2, 3287) 


Provides dual-case US EBCDIC, the APL set, and (output only) TN print train characters. 
Mutually exclusive with Page Length Control (9550), 3271/3272 Attachment (8330) toa 
3274, or 3274/3276 Attachment (8331), or Character Set (9082) or (9084). 

Prerequisite: Data Analysis - APL (1066) on the control unit and on 3287 1920- 
Character Print Operation (9522). 


1067 APL/Text Control (3276) 


Provides control of the 3276, 3278, 3279, and 3287 equipped with APL/Text (1120) and 
Extended Character Set Adapter (3610) or the 3289 equipped with Text Print (1130). 
Mutually exclusive with SDLC/ BSC Switch (6315). Prerequisite: Extended Function 
Base (1068). 


Note: APL/Text capability is provided with the 3279-2B and -3B. 


1068 Extended Function Base (3276) 


Provides additional control to access APL/Text Control (1067), Color Display Attach- 
ment (1950), and/or X.21 Adapter for Switched Networks (5656) in the 3276. Mutually 
exclusive with SDLC/BSC Switch (6315) and ASCII Character Set (9084). 


16. 


1120 


1130 


1200 


1550 


1550 


APL/Text (3276, 3278, 3279, 3287) 


Enables the 3276, 3278, and the 3279-2B and -3B to display and the 3287 to print the 
222-character APL/Text character set, including the 94-character EBCDIC set. This 
feature can be used on 3278s, 3279s, and 3287s connected to (1) a 3274-1A, -1C, -1D, 
21A, 21C, 21D, 31A, 31C, 31D, or 51C, customized to include the APL/Text Control 
Function and (2) an APL/Text featured 3276. This feature is not compatible with ASCII 
and is mutually exclusive with 3271/3272 Attachment (8330). peeteguiviles Extended 
Character Set Adapter (3610). 


Notes: 
1. APL/Text capability is provided with the 3279-2B and -3B. 


2. This feature cannot be installed on a 3287 Printer that is attached to a 3276 without 
the APL/Text Control feature (1067), on a 3274 Model 1B or 21B, or to a 3274 
that is not customized for the APL/Text function. 


Text Print (3289) 


Provides the ability to print 32 Text characters in addition to 93 characters of the 94- 
character EBCDIC set (U.S. English only). Printers with or without this feature may be 
mixed with displays and printers with or without the APL/Text feature (1120) on an 
appropriately configured control unit. The text print belt provided with this feature is 
interchangeable with only the 48/64/94-character EBCDIC print belts. 


Note: Jnstalling a text print belt on a 3289 limits the 3289-1 to 40 lines per minute 
(Ipm) and the 3289-2 to 160 lpm; when the 48/64/94-character EBCDIC print belts are 
used on a Text Print featured 3289, the normal print speeds are maintained. 


ASCII Transmission Code (3271-11, -12, 3275-11, -12) 


Provides the 8-bit ASCII transmission code over the transmission facilities (U.S. only). 


Copy (3271-1, -2) 


Permits the complete contents of the storage buffer of one device to be transferred into 
the storage buffer of another device — either display or printer. These devices must share 
a common control unit. 


CCITT V.35 Interface (3274-IC, -21C, -31C, -51C) 


Provides a cable and a CCITT interface for attachment to an external modem or other 
data-circuit-terminating equipment (DCE) complying with CCITT recommendation 
(1976) V.35, ISO Standard 2593, and other relevant CCITT recommendations, and pro- 
vides clocking of up to 57,600 bits per second (bps). Prerequisites: Communications 
Adapter (6302 or 6303) for speeds up to 9600 bps or High Performance Communications 
Adapter (6303) for speeds over 9600 bps. Limitations: (1) Cannot be installed with any 
other Communications Interface feature, (2) BSC is not supported at speeds greater than 
9600 bps, and ) multipoint operation is not supported at speeds greater than 19,200 
bps. 


Notes: 


I. For 3274 Models 1C, 21C, and 31C, this feature may also be used for direct con- 
nection to an IBM 3705 Communications Controller at speeds up to 57,600 bps. 


2. For 3274 Model S1C, this feature may also be used for direct connection to an IBM 
8100 Processor at speeds up to 9600 bps or to an IBM 3705 Communications 
Controller at speeds up to 57,600 bps. 
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1720 


1801 


1802 


1950 


2706. 


2707 


2707 


«2708 


rots < 


_ Typewriter layout, movable keyboards. Twelve program function keys are available in 


Switch Control Unit (3278, 3279) 


Permits switching operational control of the device between two different control units. 


Control Storage Expansion. (3274-14, -1C, AD) 


Permits the storage addresses to be accessed above ths basic level. This feature is a 


_ prerequisite to Extended Function Store Type Cl (3622) or C2 (3623). One of these 


combinations (1801. and 3622 or 3623) isa prerequisite for the other Extended Function 


‘Store features (3625, 3627, and 3628). 


Control Storage Expansion (3274-51C) 


Permits the storage addresses to be accessed above the basic level. The feature is a 
prerequisite to Extended Function Store Type D1 (3630) and Type D2 (3632). 


Color Display Attachment (3276) 


_ Permits attachment of 3279 Color Display Stations (Models 2A, 3A, 2B, and 3B). 


Prerequisites: Extended Function Base (1068) and APL/Text Control (1067) for use with 
3279-2B or - -3B for APL/Text operation. Limitations: This feature is not available for 
3276-1. The 3276 does not supp ort cli Symbols, Extended Color, or Extended 
Highlighting. . | 


_ Katakana Character Generator (3277, 3284, 3286, 3288) 


_ Provides the ability to display or print the characters described on the Katakana keyboard. 
Maximum of 4-part paper is recommended. Speed is reduced to 40 lpm. Mutually 
exclusive with Data Analysis — APL ( 1066), Text Print feature (7880), and the Vertical 
Forms Control (9850) features. i Katakana Control (2707) on the control 
unit. i 2 | , 


Katakana elie 3272) 


Provides the controls and conversion for the additional Katakana characters. Control 
units with this feature may service only devices that contain the Katakana Character 


. Generator (2706). Mutually exclusive with. Data sais — APL (1066). 


_ Katakana Character Generator and Control (327 5) 


Provides the controls, conversion, and character carne for the additional Katakana 


eles penne une with Dial a): 


88- ie epi Seiset japanese English) amen Katalin Typewriter Keyboards 
(3278, 3279) 


Typewriter layout, movable keyboards, similar to the 88-key J apanese English and 


Japanese Katakana typewriter keyboards (2717). Attribute select functions are shown on 


the 12 program function keys at the right-hand side of these keyboards. Prerequisite: 
Japanese English (2955) or Japanese Katakana (2973). Limitation: Cannot be installed 
on a 3278 or nae that i is attached toa Renee conae on se Station. 


76-Key Tipe English Japanese Katakana ee Keyboards (3276, 3278, 3279) - 


the top row of data keys through use’ of an Alternate shift key. The 76-key Japanese 
English Typewriter Keyboard provides 49 data keys and 27 control keys. Prerequisite: 
Keyboard Language: Japanese English (2955) or Japanese Katakana (2973). 


2716 


2717 


2718 


2719 


2721 


2955 


(2973 


3250 


76-Key Japanese Katakana Data Entry Keyboard (3276, 3278, 3279) 


A movable, 4-level shift keyboard, providing 49 data keys, 10 program function keys, and 
27 control keys. Prerequisite: Keyboard Language: Japanese Katakana (2973). 


88-Key Japanese English/Japanese Katakana Typewriter Keyboards (3276, 3278, 3279) 


Typewriter layout, movable keyboards with 49 data keys, 26 control keys, and 12 
program function keys. Twelve additional program function keys in the top row of data 
keys are available through the use of an Alternate shift key. The Japanese Katakana 
keyboard provides 4-level shift, 49 data keys, and 27 control keys. Prerequisite: 
Keyboard Language: Japanese English (2955) or Japanese Katakana (29 73). 


88-Key Japanese English/Japanese Katakana Typewriter/APL Keyboards (3276; 3278; 
3279-2B; -3B) | 


Typewriter, movable keyboards with 49 data keys, 26 control keys, and 12 program 
function keys. These keyboards are similar to the 88-Key Japanese English and Japanese 
Katakana Keyboards (2717); however, it does not have the 12 additional program 
function keys. The keytops are modified to allow entry of 81 APL specific characters in 
addition to the basic character set. An APL On/Off key controls whether the keyboard is 
in APL or character set mode. Prerequisite: APL/Text (1120) and Keyboard 

Language: Japanese English (2955) or Japanese Katakana (2973). 


88-Key Japanese English/Japanese Katakana Typewriter Overlay Keyboards (3278, 3279) 


Typewriter layout, movable keyboards, similar to the 88-key Japanese English and 
Japanese Katakana typewriter keyboards (2717). The 48 character keys in the typewriter 
section of these keyboards have narrow keytops. Blank overlays are available for the user 


_ to mark up special characters or symbols assigned to the keys when using Programmed 


Symbols (PS). Attribute select functions are shown on the 12 program function keys at 
the right-hand side of these keyboards. Prerequisite: Japanese English (2955) or 
Japanese Katakana (2973). Limitation: Cannot be installed on a 3278 or 3279 that is 
attached to a 3276 Control Unit Display Station. 


88-Key Attribute Select Japanese English/Japanese Katakana Typewriter/APL Keyboards 
(3278, 3279) 

Typewriter layout, movable keyboards, similar to the 88-key Japanese English and 
Japanese Katakana Typewriter/APL keyboards (2718). Attribute select functions are 
shown on the 12 program function keys at the right-hand side of these keyboards. 
Prerequisite: Japanese English (2955) or Japanese Katakana (2973). Limitation: Cannot 
be installed on a 3278 or 3279 that is attached to a 3276 Control Unit Display Station. | 


Katakana Typewriter Keyboard (3275-1, -2; 3277-1, -2) | 


A typewriter layout, movable, 4-level shift keyboard providing 55 Katakana, 36 
alphanumeric, 33 special characters, and 12 program function keys. Prerequisite: 
Katakana Character Generator (2706) or Katakana Control (2707) on the control unit. 


Katakana Data Entry Keyboard (3275, 3277) 


A movable 4-level shift keyboard providing 55 Katakana, 36 alphanumeric, and 33 special 
characters. Prerequisite: Katakana Character Generator (2706) or Katakana Control 
(2707) on the control unit. 


Device Adapter (3271, 3272) 


Permits the addition of four devices (3277s, 3284s, 3286s, and/or 3288s in any 
combination). Up to seven adapters may be used for a maximum of 32 attached devices. 
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3256 


(3257 


3440 


3610 


Terminal Adapter No. 1 (3276) 


Terminal Adapter No. 2 (3276) 


Terminal Adapter No. 3 (3276) 


Each adapter provides for the attachment of iw ies (3262- 13s, 3278s, 3279s, 3287s 
and/or 3289s). (See Figure 1-1 for model restrictions.) One oo of these adapters can 
be installed and they must be installed i in paueneSs | : 


Adapter arr 3 | Prerequisites 
Number _ Terminals (Adapter Number) 
103255) 3 and 4 a 
2(3256) =  Sand6 a 1 (3255) 
3 (3257) | ‘Tand 8 | 1 (3255) 
| | ee, 2 (3256) 


Dial (3275-1, -2) 


Permits operation over the switched network at 600 or 1200 bps. Provides a unique 
terminal address assigned by IBM. Clocking is provided by the device. Mutually exclusive 
with the Katakana features (2707, 295 5, and 2973). Prerequisite: 1200- bps Transmis- 
sion Speed (7820). 


Extended Character Set Adapter (3276, 3278, 3287) 


Provides the additional control and buffering necessary for the extended character set 

in the APL/Text (1120) feature. For the 3278, provides the additional character and 
field attributes required for the extended highlighting capabilities, and the Programmed 
Symbols features (5781 and 5782). On 3287, this feature is mutually exclusive with 
3271/3272 Attachment (8330). It cannot be melee on a 3287 that is to be attached to 
a 3274 Model 1B or 21B. 


3278 Model | : 3279 Model 


Notes: 


1. The 3276-1, -2, and -3 (with SDLC/BSC switch in SDLC mode) 
support the same 3278 models as the 3276-11, -12, and -13. 


2. The 3276 provides a display and a port for attaching one device: a 


3262-13, 3278, 3279, 3287, or 3289. The 3276 with the three Terminal 
Adapters (3255, 3256, and 3257) thus allows a maximum cluster of 
«eight displays and/or printers. 


Figure 1-1. 3276/3278/3279 Attachment Matrix 


Xx 


ee _ 


\ 


3622 
3623 
3625 
3627 
3628 


3630. 


3631 
3632 


Extended Function Store Type Cl (3274- 1A, -1C ,-1D) 
Extended Function Store Type C2 (3274-14, -1C, -1D) 
Extended Function Store Type C3 (3274-1A, -1C, -1D) 


- Extended Function Store Type D1 (3274-14, -1C, -1D) 


Extended Function Store Type D2 (3274-14, -1C, -1D) 


Provide increments of additional control storage positions to accomodate combinations 
of functional features that exceed the storage capacity of the basic unit. Prerequisite: 
Control Storage Expansion (1801). Increment sizes are: 


Types C1, C3, and D1 — 16,384 bytes 
Types C2 and D2 —32,768 bytes 


Prerequisites: 
Control Storage 
Expansion en Mutually 
Feature — and — | Exclusive with: 
Cl (3622) 7 — C2 
C2 (3623) ~ Cl 
C3 (3625) Cl — 
D1 (3627) | — ClorC2 : _ 
D2 (3628) C1 or C2 — 


| Note: Tc o determine which Extended Function Store features are required, see 


Appendix A, 


Extended Function Store Type D1 (3274- 51C) 
Extended Function Store Type D3 (3274-51C) 
Extended Function Store Type D2 (3274-S1C) 


Provide increments of additional control storage positions to accommodate combinations 
of functional features that exceed the storage capacity of the basic unit. 


| Types D1 and D3 — 32,768 posoue 
| pune nee 65,536 positions 


Prerequisites: | 

Control Storage 

Expansion (1802) Mutually 
Feature _ and | Exclusive with: 
D1 (3630) _ —— | D2 
D2 (3632) “ D1 


: DiC is eC : 


Note: Zo determine which Extended Function Store features are required for the 
3274-51C, see Figures A-5, A-6, and A-8 in Appendix A. 
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3701 


3880 
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4450 


Encrypt/Decrypt (3274-1C, -21C, -31C, -51C; 3276-11, -12, -13, -14) 


Provides a hardware implementation of the Federal Data Encryption Standard algorithm | 


; to encrypt and decrypt data messages under a 56-bit key variable. When used in 


conjunction with the Advanced Communications Function for Virtual Telecommuni- 
cations Access Method (ACF/VTAM) Encrypt/Decrypt feature (Feature Number 

6010, Program Number 5735-RC2) or Advanced Communications Function for Tele- 
communications Access Method (ACF/TCAM) Version 2 (Program Number 5735-RC3) 
and either the IBM 3848 Cryptographic Unit and the Operating System/ Virtual Storage 1 
(OS/VS1) and OS/VS2 Multiple Virtual Storage (MVS) Cryptographic Unit Support 
Program Product (Program Number 5740-XY6), or the OS/VS1 and OS/VS2 MVS 
Programmed Cryptographic Facility Program Product (Program Number 5740-XY5), data 
transmitted over unprotected communication lines can be safeguarded through crypto- 
graphy. For installation on the 3276, the Security Keylock (6340) must also be installed. 


External Modem Interface (3274-1C, -21C, -31C, -51C; 3276) 


Provides a cable and an RS-232C interface for attachment to an IBM modem [or CCITT 
interface for attachment to an external IBM modem or to a Post Telephone and Tele- 
graph Administration (PTT) mandatory modem complying with CCITT recommendations 
(1976) V.24, V.28, ISO Standard 2110, and other relevant CCITT recommendations] 
that provides clocking of up to 9600 bps. Prerequisite: For 3274, Communications 
Adapter (6301, 6302, or 6303). For 3276, Communications Feature with or without __ 
Business Machine Clock (6301 or 6302). Limitation: Cannot be installed with any other 
Communications Interface feature. | 


Notes: 


1. For 3274 Models IC, 21C, and 31C, this feature may also be used for direct attach- 
ment to an IBM 4331 Processor at speeds up to 9600 bps. 


2. For 3274 Model 51C, this feature may also be used for direct attachment to an IBM 
3704 or 3705 Communications Controller or 4331 or 8100 Processor at speeds up 
to 9600 bps. 


Extended Print Buffer (3287) 


Provides additional buffer storage to allow 2560-, 3440-, or 3564-character print opera- 
tion. Mutually exclusive with 3271/3272 Attachment (8330). Allowable usage in SNA 
Character String (SCS) of the full buffer varies with the control unit (3274 or 3276) to 
which the printer is attached and with programming considerations. 


Friction Feed Paper Handling (3287) 


Provides for friction feeding of single-part, non-preprinted, continuous roll or fan-fold 
paper with a minimum width of 203.2 mm (8 inches). Included is a paper tear bar for 
tearing continuous forms approximately 63.5 mm (2-1/2 inches) from the last line 
printed. This feature is used interchangeably with the Variable Width Forms Tractor and 
is attached and removed by the user. It must be ordered on all machines without the 
Variable Width Forms Tractor-Covers (9850). 


Forms Stand (3284, 3286, 3287, 3288) 


This accessory permits placement of continuous forms (out of the carton) on a stand 
above the floor and provides for stacking after printing. 


4600 


4621 


4622 


— 4623 


4624 


4626 


4627 


4628 


4629 


Operator Identification Card Reader (3275-1, -2, -11, -12; 3277) 

Enables the reading of a small, 53.9-by-85.7-mm (2-1/8-by-3-3/8-inch) credit-card-size, 
plastic card with a magnetic stripe on the back. The card can be encoded with 1 to 40 
characters (including control characters) at 75 bits per inch. This feature reads an 
operator identification card to allow identification of the display operator, thus 
enhancing system data security capability. | 


75-Key EBCDIC Typewriter Keyboard (3276, 3278, 3279) 


_A typewriter layout, movable keyboard, with 49 data keys and 26 control keys. Twelve 


program function keys are included in the top row of data keys and are available through 
the use of an Alternate shift key. 


75-Key EBCDIC Data Entry Keyboard (3276, 3278, 3279) 
A movable keyboard, with 35 data keys, 10 program function keys, and 30 control keys. 


75-Key EBCDIC Data Entry Key punch Layout Keyboard (3276, 3278, 3279) 


A keypunch layout, movable keyboard, with 35 data keys, 10 program function keys, 
and 30 control keys. This is the recommended keyboard for high-volume data entry. 


75-Key ASCII Typewriter Keyboard (3276, 3278, 3279) 


An ASCII typewriter layout, movable keyboard, with 49 data keys and 26 control keys. 
Twelve program function keys are included in the top row of the data keys and are 
available through the use of an Alternate shift key. 


87-Key EBCDIC Typewriter/APL Keyboard (3276; 3278; 3279-2B, -3B) 


A typewriter layout, movable keyboard, with 49 alphanumeric data keys, 26 control 
keys, and 12 program function keys. This keyboard is similar to the 87-Key EBCDIC 
Typewriter Keyboard (4627); however, it does not have the 12 additional program 
function keys. The keytops are modified to allow entry of 81 APL specific characters in 
addition to the basic character set. An APL On/Off key controls whether the keyboard 
in APL or basic character set mode. Prerequisite: APL/Text (1120). 


87-Key EBCDIC Typewriter Keyboard (3276, 3278, 3279) 


A typewriter layout, movable keyboard, with 49 alphanumeric data keys, 26 control 
keys, and 12 program function keys. Twelve additional program function keys are 
included in the top row of data keys and are available through the use of an Alternate 
shift key. , 3 


87-Key ASCII Typewriter Keyboard (3276, 3278, 3279) 


An ASCII typewriter layout, movable keyboard, with 49 alphanumeric data keys, 26 
control keys, and 12 program function keys. Twelve additional program function keys 
are included in the top row of data keys and are available through the use of an Alternate 
shift. 


87-Key EBCDIC Typewriter/Text Keyboard (U.S. English only) (3276; 3278; 
3279-2B, -3B) 


A typewriter layout, movable keyboard, with 49 alphanumeric data keys, 26 control 
keys, and 12 program function keys. This keyboard is similar to the 87-Key EBCDIC 
Typewriter Keyboard (4627); however, it does not have the 12 additional program 
function keys. The keytops are modified to allow entry of 65 Text specific characters in 
addition to the basic character set. A Text On/Off key controls whether the keyboard is 
in Text or basic character set mode. Prerequisite: APL/Text (1120). 
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66-Key EBCDIC Typewriter Keyboard (3275-1, -2, -11, -12; 3277) 


A typewriter layout, movable keyboard, with 45 alphanumeric keys and 21 control keys. 
Prerequisite: EBCDIC Character Set (9089) or a keyboard language. 


66-Key EBCDIC Data Entry Keyboard (3275-1, -2, -11, -12; 3277) 


A movable keyboard, with 36 alphanumeric keys and 30 control keys. Prerequisite: 
EBCDIC Character Set (9089) or a keyboard language. 


66-Key EBCDIC Data Entry Keypunch Layout Keyboard (3275-3) 


A keypunch layout, movable keyboard, with 36 alphanumeric keys and 30 control keys 
(U.S. only). 


78-Key Operator Console Keyboard (3275-1, -2, -11, -12; 3277) 


An operator console layout, movable keyboard, with 45 alphanumeric keys, 21 control 
keys, and 12 program function keys. Prerequisite: EBCDIC Character Set (9089). 


Note: Available only in U.S. English (in World Trade countries, language features 2705 
and 2956 should be specified). 


78-Key EBCDIC Typewriter Keyboard (3275-1, -2, -11, -12; 3277) 


A 66-key EBCDIC typewriter layout, movable keyboard, with 12 additional program 
function keys. Prerequisite: EBCDIC Character Set (9089) or a keyboard language. 


66-Key ASCII Typewriter Keyboard (3275-1, -2, -11, -12; 3277) 


A 66-key ASCII typewriter layout, movable keyboard, with 45 alphanumeric keys and 21 
control keys. Prerequisite: ASCII(A) or (B) (9091 or 9092). (U.S. only) 


76-Key ASCII Typewriter Keyboard (3275-1, -2, -11, -12; 3277) 


A 66-key ASCII typewriter layout, movable keyboard, with 12 additional program 
function keys. Prerequisite: ASCII (A) or (B) (9091 or 9092). (U.S. only) 


66-Key EBCDIC Data Entry Keypunch Layout Keyboard (3275-1, -2, -11, -12; 3277) 


A keypunch layout, movable keyboard, with 36 alphanumeric keys and 30 control keys. 
Prerequisite: EBCDIC Character Set (9089) or a keyboard language. 


66-Key EBCDIC Typewriter/APL Keyboard (3277) 


A movable keyboard, with 45 alphanumeric and 21 control keys. Prerequisite: Data 
Analysis — APL (1066). 


78-Key EBCDIC Typewriter/ APL Keyboard (3277) 


A movable keyboard, with 45 alphanumeric keys, 21 control keys, and 12 program keys. 
Prerequisite: Data Analysis — APL (1066). 


78-Key EBCDIC Text Keyboard (3277) 


A movable keyboard, with 45 alphanumeric keys, 21 control keys, and 12 program 
function keys. Prerequisite: Data Analysis — APL feature (1066) on both device nd 
and control unit. (U.S. only) 


4639  78-Key EBCDIC Fast Cursor Text Keyboard (3277) 


A movable keyboard, with 45 alphanumeric keys, 21 control keys, and 12 program 
function keys. The speed of the cursor and typamatic key operation is approximately 
twice that of a nontext keyboard. Includes Typamatic Delete and a function similar 

to typewriter carriage return. Prerequisite: Data Analysis — APL feature (1066) on both 
device and control unit. 


4640 87-Key EBCDIC Typewriter Overlay Keyboard (3278, 3279) 


A typewriter layout, movable keyboard, similar to the 87-Key EBCDIC Typewriter 
Keyboard (4627). The 48 character keys in the typewriter section of the keyboard have 
narrow keytops. Blank overlays are available for the user to mark up special characters 
or symbols assigned to keys when using Programmed Symbols (PS). Attribute select 
functions are shown on the 12 program function keys at the right-hand side of the 
keyboard. Limitation: Cannot be installed on a 3278 or 3279 attached to a 3276 
Control Unit Display Station. 


4651 87-Key EBCDIC Attribute Select Typewriter Keyboard (3278, 3279) 


A typewriter layout, movable keyboard, similar to the 87-Key EBCDIC Typewriter 
Keyboard (4627). Attribute select functions are shown on the 12 program function keys 
at the right-hand side of the keyboard. Limitation: Cannot be installed on a 3278 or 

a 3279 attached to a 3276 Control Unit Display Station. 


4652 87-Key EBCDIC Attribute Select Typewriter/APL Keyboard (3278, 3279) 


A typewriter layout, movable keyboard, similar to the 87-Key EBCDIC Typewriter/APL 
Keyboard (4626). Attribute select functions are shown on the 12 program function keys 
at the right-hand side of the keyboard. Limitation: Cannot be installed on a 3278 or 
3279 attached to a 3276 Control Unit Display Station. 


4690 Keyboard Numeric Lock (3275, 3276, 3277, 3278, 3279) 


Enables keyboards 4621, 4622, 4623, 4627, 2715, 2716, and 2717 to be locked if a 
nonnumeric key (that is, other than O—9, minus (-), decimal sign, or DUP) is operated in 
a predefined numeric-only field. 


Note: For devices with an attribute-select keyboard, Numeric Lock is defined as on or 
off during the control unit customizing procedure. (Overlay keyboards are included in 
the group of attribute-select keyboards. ) 


4850 Loop Adapter (3274-51C; 3276-11, -12, -13, -14) 


Permits attachment to a direct or data-link loop of the 8100 Information System. Direct 
loop attachment supports speeds up to 38,400 bps. Data-link loop attachment supports 
2400, 4800, or 9600 bps. A direct-attached loop can use a 9.6-kilohertz (kHz) or 38.4- 
kHz carrier; a data-link attached loop uses a 9.6-kHz carrier. Limitations: Mutually ex- 
clusive with any other Communications Interface features (3701, 5500, 5501, 5502, 
5507, 5508, 5650, and 5651), Encrypt/Decrypt feature (3680) and for 8100 attachment, 
Terminal Adapter Type B (7801). Prerequisites: For 3276, Communications Feature 
without Business Machine Clock (6302). For 3274-51C, High Performance Communi- 
cations Adapter (6303) and Configuration Support C (9112). 
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Magnetic Reader Control (3276, 3278, 3279) 


Permits attachment of the magnetic hand scanner to a 3278 or 3279, or of the magnetic 
slot reader to a 3276, 3278, or 3279. - 


e@ Magnetic Hand Scanner 


The magnetic hand scanner (MHS) is attached by a 1.5-meter (4.9-ft) coiled cable to a 
3278 or 3279 that is connected to a properly configured 3274 Control Unit. It reads 
magnetic-striped labels that are attached to shelves, cartons, and other objects. The 
MHS has three lights and a buzzer to provide the user with feedback on the status of 
the scanned data. Extension cable assemblies, 6 meters (19.7 ft) and 12 meters 

(39.4 ft), are available to extend operating distances from the 3278. Limitation: 
Extension cables cannot be plugged into other extension cables. See JBM 3270 
Information Display System: 3274 Description and Programmer’s Guide, GA23-0061, 
for descriptions of the applicable character sets and recording capacities. 


e Magnetic Slot Reader 


The magnetic slot reader (MSR) is attached by a 1.5-meter (4.9-ft) cable to a 3276 or 
to a 3278 or 3279 connected to a 3276 or a properly configured 3274. It reads 
information encoded on magnetic-striped cards such as job tickets, operator ID badges, 
and both large and small credit cards. The MSR has three lights and a buzzer to 
provide the user with feedback on the status of the scanned data. Extension cable 
assemblies, 6 meters (19.7 ft) and 12 meters (39.4 ft), are available to extend 
operating distances from the 3278. Limitation: Extension cables cannot be plugged 
into other extension cables. See JBM 3270 Information Display System: 3274 
Description and Programmer’s Guide, GA23-0061, for descriptions of the applicable 
character sets and recording capacities. 


1200-bps Integrated Modem, (3275-1, -2, -11, -12) 


Provides an integrated modem for operation over nonswitched (at 1200 bps) or switched 
(at 600 or 1200 bps) communication facilities. Prerequisite: Nonswitched, 1200-bps 
Transmission Speed (7820); switched, Dial (3440). 


1200-bps Integrated Modem, Nonswitched (3274-51C, 3276) 


Provides an integrated modem for operation over nonswitched communication facilities 
at 600 or 1200 bps. No external modem is required. Mutually exclusive with other 
interface/modem features (3701, 4850, 5501, 5502, 5507, 5508, 5650, and 5651). 
Prerequisites: For 3276, Communications Feature with Business Machine Clock (6301). 
For 3274-51C, Common Communications Adapter with Business Machine Clock (6301) 
and Configuration Support C (9112). Specify: 9651 for use with a 4-wire facility or 
9652 for use with a 2-wire facility, and (for Japan only) 2943, if used on Nippon Tele- 
phone and Telegraph (NTT) D-1 service. 


1200-bps Integrated Modem, Switched, Auto Answer (3274-51C; 3275-1, -2; 3276-11, 
-12, -13, -14) | 


Provides an integrated modem with auto/manual answer capabilities for operation over 
switched communication facilities at 600 or 1200 bps. No external modem is required. 
Mutually exclusive with other interface/modem features (3701, 4850, 5500, 5502, 5507, 
5508, 5650, and 5651). Prerequisites: For 3275, Dial (3440); for 3276 and 3274, 
Communications Feature with Business Machine Clock (6301). For 3274-51C, Common 
Communications Adapter with Business Machine Clock (6301) and Configuration 
Support C (9112). 


5502 


5507 


5508 


5550 


Note: Jn Canada and the U.S., this feature requires a data access arrangement type CBS 
or Federal Communications Commission (F'CC)-registered equivalent. In World Trade 
countries, this feature includes the Public Switched Network (PSN) line plate, which is 
mandatory for attachment to the public switched telephone network. 


1200-bps Integrated Modem, Switched, Manual Answer (3274-51C; 3276-11, -12, -13, -14) 


Provides an integrated modem for communication with a remote processor at 600 or 
1200 bps over the public switched telephone network. No external modem is required. 
Mutually exclusive with other interface/modem features (3701, 4850, 5500, 5501, 5507, 
5508, 5650, and 5651). Prerequisites: For 3276, Communications Feature with Business 
Machine Clock (6301). For 3274-51C, Common Communications Adapter with Business 
Machine Clock (6301) and Configuration Support C (9112). 


Notes: 


1. In Canada and the U.S., this feature requires a data access arrangement type CDT 
or FCC-registered equivalent. In World Trade countries, this feature includes the PSN 
line plate, which is mandatory for attachment to the public switched telephone 
network. 


2. Canada only: This feature is for SNA/SDLC only. 


1200-bps Integrated Modem, Nonswitched with Switched Network Backup (3274-S1C, 
3276) 


Provides an integrated modem at 600 or 1200 bps for operation over nonswitched com- 
munications facilities, and also provides manual switched network backup capability. No 
external modem is required. Mutually exclusive with other interface/modem features 
(3701, 4850, 5500, 5501, 5502, 5508, 5650, and 5651). Prerequisites: For 3276, 
Communications Feature with Business Machine Clock (6301). For 3274-51C, Common 
Communications Adapter with Business Machine Clock (6301) and Configuration 
Support C (9112). Specify: 9651 for use with a 4-wire facility or 9652 for use with a 
2-wire facility. 


Note: Jn Canada and the U.S., this feature requires a data access arrangement type CDT 
or FCC-registered equivalent. In World Trade countries, this feature includes the PSN line 
plate, which is mandatory for attachment to the public switched telephone network. 


1200-bps Integrated Modem, Nonswitched with Switched Network Backup, Auto Answer 
(3274-51C, 3276) | 


Provides an integrated modem for operation over nonswitched communications facilities 

at 600 or 1200 bps and also provides auto/manual answer switched network backup 
capabilities. No external modem is required. Mutually exclusive with other interface/ 
modem features (3701, 4850, 5500, 5501, 5502, 5507, 5650, and 5651). Prerequisite: For 
3276, Communications Feature with Business Machine Clock (6301). For 3274-51C, 
Common Communications Adapter with Business Machine Clock (6301) and Configuration 
Support C (9112). Specify: 9651 for use with a 4-wire facility or 9652 for use with a 
2-wire facility. 


Note: Jn Canada and the U.S., this feature requires a data access arrangement type CBS 
or FCC-registered equivalent. In World Trade countries, this feature includes the PSN line 
plate, which is mandatory for attachment to the public switched telephone network. 


Printer Adapter (3275) 


Permits attaching the 3284-3 printer. The adapter provides the controls to print out the 
contents of the 3275 buffer. 
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Power Expansion (3274-51C) 


Provides the additional power required for the installation of Terminal Adapter Type B 
(7801). 


2400-bps Integrated Modem, Nonswitched (3274-31C, -51C) 


Provides a self-clocked, microprocessor-based, integrated modem that operates in data 
half-duplex mode over 4-wire, nonswitched duplex communication facilities at speeds of 
1200 and 2400 bps. It is line-compatible with, and suitable for, communication with an 
IBM 3863 Model 1 Modem. Speed selection is under both operator and/or host control. 
It operates in point-to-point or multipoint mode. Equalization is automatic and is con- 
tinuously performed. Supports the same Link Problem Determination Aid (LPDA) 
diagnostic functions provided by the base 3863 Model 1 Modem for enhanced network 
management and network problem determination. Also provides an “out-of-band” tone 
to the host modem when the integrated modem or the control unit has lost power and 
can no longer communicate. LPDA and power-loss detection operate with Network 
Problem Determination Application (NPDA) Release 2. (See Network Problem Deter- 
mination Application, Program Number 5735-XX8, for the program products required on 
the host system.) Limitation: Cannot be used with any other Communications Interface 
feature or Terminal Adapter Type B. Detection of power loss is not supported unless the 
Extended Diagnostic Card feature (7930) is installed in the host modem. Prerequisites: 
Communications Adapter without Business Machine Clock (6302 or 6303) and Con- 
figuration Support C (9112). 


Notes: 


1. Specify 9321 for operation as a tributary station in a multipoint network or 9322 for 
point-to-point operation. 


2. For Japan only, specify 2943 if used on NTT D1 service. 


DDS Adapter, Point-to-Point Operation (3274-1C, -21C, -31C, -51C; 3276) (U.S. only) 
DDS Adapter, Multipoint Operation (3274-1C, -21C, -31C, -51C; 3276) (U.S. only) 


Provides an integrated adapter for BSC or SDLC data transmission at speeds of 2400, 
4800, or 9600 bps, or SDLC data transmission at 56,000 bps, over the AT&T nons- 
switched Dataphone’ digital data service (DDS) network. This adapter interfaces with a 
DDS channel service unit, the customer site termination of the DDS network. Mutually 
exclusive with other interface/modem features (3701, 4850, 5500, 5501, 5502, 5507, 
and 5508). Prerequisites: For 3274, Communications Adapter (6302 or 6303) for 
speeds up to 9600 bps or High Performance Communications Adapter (6303) for speeds 
above 9600 bps. Specify 9822 for 2400 bps, 9823 for 4800 bps, 9825 for 9600 bps, or 
9833 for 56,000 bps. 


X.21 Adapter for Nonswitched Networks (Japan only) (3274-1C, -21C, -31C, -51C; 
3276-11, -12, -13, -14) 


An interface adapter for connection to the DDC network in Japan. It operates in SDLC 
mode at speeds of 2400, 4800, 9600, or 48,000 bps through X.21 Nonswitched data 
communication equipment. Limitation: Cannot be used with any other Communica- 
tions Interface feature. Does not support BSC transmission control protocol. 
Prerequisite: Communications Adapter (6302 or 6303) for communication up to 9600 
bps or High Performance Communications Adapter (6303) for communication at 
48,000 bps. 


1 Trademark of the American Telephone and Telegraph Co. 


5656 
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5781 


5782 


X.21 Switched Adapter (Japan and Nordic Countries only) (3274-21C, -31C, -51C; 
3276-11, -12, -13, -14) 


An interface adapter for connection to the DDX Network in Japan. It operates in SDLC 
mode only at speeds up to 48,000 bps. Limitation: Cannot be used with any other Com- 
munications Interface feature. Does not support BSC transmission control protocol. 
Prerequisite: Communications Adapter (6301, 6302, or 6303) for communication up to 
9600 bps or High Performance Communications Adapter (6303) (3274 only) for com- 
munication at 48,000 bps. 


4800-bps Integrated Modem, Nonswitched (3274-31C, -51C) 


Provides a self-clocked, microprocessor-based, integrated modem that operates in data 
half-duplex mode over 4-wire, nonswitched duplex communication facilities at speeds of 
2400 and 4800 bps. It is line-compatible with, and suitable for, communication with an 
IBM 3864 Model 1 Modem. Speed selection is under both operator and/or host control. 
It operates in point-to-point or multipoint mode. Equalization is automatic and is con- 
tinuously performed. Supports the same Link Problem Determination Aid (LPDA) 
diagnostic functions provided by the base 3864 Model 1 Modem for enhanced network 
management and network problem determination. Also provides an “out-of-band” tone 
to the host modem when the integrated modem or the control unit has lost power and 
can no longer communicate. LPDA and power-loss detection operate with Network 
Problem Determination Application (NPDA) Release 2. (See Network Problem Deter- 
mination Application, Program Number 5735-XX8, for the program products required on 
the host system.) Limitation: Cannot be used with any other Communications Interface 
feature or Terminal Adapter Type B. Detection of power loss is not supported unless 
Extended Diagnostic Card feature (7930) is installed in the host modem. Prerequisites: 
Communications Adapter without Business Machine Clock (6302 or 6303) and 
Configuration Support C (9112). 


Notes: 

I. Specify 9321 for operation as a tributary station in a multipoint network or 9322 for 
point-to-point operation. 

2. For Japan only, specify 2943 if used in NTT D1 service. 


Programmed Symbols 2 (PS-2) (3278-2, -3, -4;3279-2B, -3B; 3287) 


PS-2 provides storage and accessing of two 190-character symbol sets whose shapes and 
codes are customer-definable. The symbol sets are loaded under program control and 
accessed for display or printing through programming or by an operator from the display 
keyboard. Prerequisites: For the 3278, Extended Character Set Adapter (3610). For 
the 3279, none. For the 3287, Extended Print Buffer (3880) and Extended Character 
Set Adapter (3610). | 


Programmed Symbols 4 (PS-4) (3278-2, -3, -4; 3279-2B, -3B; 3287) 

PS-4 provides storage and accessing for an additional four 190-character symbol sets 
whose shapes and codes are customer-definable. Prerequisite: PS-2 (5781) 

Notes for 5781 and 5782: 


1. The number of symbols in any one set that can be accessed from the display station 
key board is 94 (or 116 for Canadian French or 127 for Japanese Katakana) plus space. 


2. These features are available only on the 3278 Models 2, 3, and 4, the 3279 Models 2B 
and 3B, and the 3287. 


3. These features can only be used with a 3274 equipped with a Category A terminal port 
having the Programmed Symbols (PS) Control and the Structured Field and Attribute 
Processing options of Configuration Support C. 
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5811 


5812 


5813 
5821 
5822 


— $823 


5840 


5842 


4, If display operator selection of Programmed Symbols is required, keyboard 4640, 
4651, 4652, 2708, 2719, or 2721 must be used. 


5. On the 3287 Models 1C and 2C, also permits printing within a character location in a 
selected color (black, blue, green, or red). 


Programmed Symbols 4A (PS-4A) (3287-1C, -2C) 


PS-4A provides the storage and accessing of four 190-symbol sets whose shapes and codes 
are customer-definable. Three of the symbol sets allow printing within a character 
location in a selected color (black, blue, green, or red), and the remaining set allows 
printing of up to four colors (black, blue, green, and red) within a given character 
location. Limitations: Can only be used with a 3274 equipped with a Category A 
terminal port having the PS Control and the Structured Field and Attribute Processing 
(SFAP) options of Configuration Support C. Cannot be installed with PS-2 (5781) or 
PS-4 (5782). Prerequisites: Extended Character Set Adapter (3610) and Extended 

Print Buffer (3880). 


48-Character ASCII Print Belt (3289) 
64-Character ASCII Print Belt (3289) 
94-Character ASCII Print Belt (3289) 
48-Character EBCDIC Print Belt (3289) 
64-Character EBCDIC Print Belt (3289) 


94-Character EBCDIC Print Belt (3289) 


Provides a print belt of the indicated character set. (U.S. only; contact IBM for other 
character set languages.) 


9600-bps Integrated Modem, Nonswitched, Point-to-Point (3274-31C, -51C) 


Provides a self-clocked, microprocessor-based, integrated modem that operates in data 
half-duplex mode over 4-wire, nonswitched duplex communication facilities at speeds of 
4800 and 9600 bps. It is line-compatible with, and suitable for, communication with an 
IBM 3865 Model 1 Modem. Speed selection is under both operator and/or host control. 
It operates in point-to-point mode. Equalization is automatic and is continuously per- 
formed. Supports the same Link Problem Determination Aid (LPDA) diagnostic 
functions provided by the base 3865 Model 1 Modem for enhanced network management 
and network problem determination. Also provides an “out-of-band” tone to the host 
modem when the integrated modem or the control unit has lost power and can no longer 
communicate. LPDA and power-loss detection operate with Network Problem Deter- 
mination Application (NPDA) Release 2. (See Network Problem Determination Applica- 
tion, Program Number 5735-XX8, for the program products required on the host 
system.) Limitation: Cannot be used with any other Communications Interface feature 
or Terminal Adapter Type B. Detection of power loss is not supported unless the 
Extended Diagnostic Card feature (7930) is installed in the host modem. Prerequisites: 
Communications Adapter without Business Machine Clock (6302 or 6303) and Con- 
figuration Support C (9112). | 


9600-bps Integrated Modem, Nonswitched, Multipoint (3274-31C, -51C) 


Provides a self-clocked, microprocessor-based, integrated modem that operates in data 
half-duplex mode over 4-wire, nonswitched duplex communication facilities at speeds of 
4800 and 9600 bps. It is line-compatible with, and suitable for, communication with an 
IBM 3865 Model 2 Modem. Speed selection is under both operator and/or host control. 
It operates as a multipoint tributary station. Equalization is automatic and is continu- 
ously performed. Supports the same Link Problem Determination Aid (LPDA) 
diagnostic functions provided by the base 3865 Model 2 Modem for enhanced network 
management and network problem determination. Also provides an “out-of-band” tone 


5920 


5921 


6301 


6301 


6302 


6302 


to the host modem when the integrated modem or the control unit has lost power and 
can no longer communicate. LPDA and power-loss detection operate with Network 
Problem Determination Application (NPDA) Release 2. (See Network Problem Deter- 
mination Application, Program Number 5735-XX8, for the program products required on 
the host system.) Limitation: Cannot be used with any other Communications Interface 
feature or Terminal Adapter Type B. Detection of power loss is not supported unless the 


Extended Diagnostic Card feature (7930) is installed in the host modem. Prerequisites: 


Communications Adapter without Business Machine Clock (6302 or 6303) and Con- 
figuration Support C (9112). 


EBCDIC Print Belt (3288) 


This accessory provides a print belt of the 64 characters described on the EBCDIC 
keyboard. 


Text Print Belt (3288) 


This accessory provides a print belt of the 120 sans serif characters in the TN/T11 
character set. 


Communications Feature with Business Machine Clock (3276) 


Required for attachment to communication facilities through any 600- or 1200-bps 
integrated modem, or the External Modem Interface (3701) at 1200 bps (SNA/SDLC or 
BSC), or to any external modem that does not provide its own clocking. Mutually 
exclusive with Communications Feature without Business Machine Clock (6302). 


Common Communications Adapter with Business Machine Clock (3274-51C) 


Required for attachment to communication facilities through any 600 or 1200 bps 
integrated modem, to the External Modem Interface (3701) at 1200 bps (SNA/SDLC or 
BSC), or to any external modem that does not provide its own clocking. Mutually 
exclusive with 6302 and 6303. 


Communications Feature without Business Machine Clock (3276) 


Required for attachment to communication facilities, at speeds up to 9600 bps using 
SDLC, or up to 7200 bps using BSC, through any external modem that provides its own 
clocking, or through the DDS Adapter (5650 or 5651). It is also required for attachment 
to the directly attached or data-link-attached loops of the 8100 Information System at 
speeds of up to 9600 bps. Mutually exclusive with Communications Feature with Busi- 
ness Machine Clock (6301). 


Common Communications Adapter without Business Machine Clock 
(3274-1C, -21C, -31C) 


Required for attachment to communication facilities at speeds up to 9600 bps. SNA/ 
SDLC and BSC transmission control protocols are supported. Clocking must be provided 
by the modem or communication facility. Limitations: When a Category B Terminal 
Adapter(s) (7802, 7803, 7804, or 7805) is installed, the High Performance Communica- 
tions Adapter (6303) must be installed in lieu of this feature, if SNA/SDLC protocol is 
required with a line speed greater than 7200 bps. This feature cannot be installed with 
the High Performance Communications Adapter (6303). 
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Common Communications Adapter (3274-51C) 


Required for attachment to communication facilities at speeds up to 9600 bps. SNA/ We 
SDLC and BSC transmission control protocols are supported. Clocking must be provided | 
by the modem or communication facility. Limitations: When a Category B Terminal 
Adapter (7801) is installed, the High Performance Communications Adapter (6303) must 
be installed in lieu of this feature, if SNA/SDLC protocol is required with a line speed 
greater than 7200 bps. When a Category B Terminal Adapter is not installed, this feature 
(6302), 6301, and 6303 are mutually exclusive. 


High-Performance Communications Adapter (3274-1C, -21C, -31C, -51C) 


Required for attachment to the communication lines through a modem with its own 
clocking when SNA/SDLC protocol is required with a line speed of 9600 bps, and a 
Category B Terminal Adapter(s) (7802, 7803, 7804, or 7805) is installed. It is required 
when the line speed exceeds 9600 bps. It is also required for attachment to the directly 
attached or data-link-attached loops of the IBM 8100 Information System at speeds of up 
to 38,400 bps. Mutually exclusive with Common Communications Adapter 6301 and 
6302. 


Note: Operation is restricted to SNA/SDLC protocol; initial microcode load (IML) 
for BSC protocol is not possible. 


SDLC/BSC Switch (3276-1, -2, -3, -4) 


Provides SNA/ SDLC transmission control in addition to the basic binary synchronous 
communication (BSC). SDLC or BSC can be selected by the operator with a switch on 


the operator panel. Mutually exclusive with Extended Function Base (1068). 


Notes: 


I. The 3276 Models 7. 2, and 3 with feature 6315 installed and operating in SDLC mode ss 
support the same 3278 models as the 3276 Models 11, 12, and 13, respectively. 


2. A 3276 with feature 6315 installed does not support attachment of the 3279 Color 
Display Station. 


Security Keylock (3275, 3276, 3277, 3278, 3279) 


A lock and key which prevents modification or display of data in the 3276, 3278, or 
3279 display station when in the “off” position. When the Security Keylock feature is 
combined with the Encrypt/Decrypt feature (3680) on the 3276, a third position of the 
lock permits modification of the 56-bit encrypt/decrypt key variable. 


6350, 6351 Selector Pen (3275, 3276, 3277, 3278, 3279) | 


A hand-held, pen-like device that permits the operator to select fields of data from a 
display for input to the host system. The 6351 Selector Pen has a slightly wider field 
of view to make the light pen easier for the operator to use. It is available on the 3276 
Models 1, 2, 11, and 12 and the 3278 Models 1 and 2 only. 


6901 
6902 
6903 


7801 


7802 


7803 | 


7804 
7805 


7820 


7821 


Terminal Adapter Type A1 (All 3274 Models except 51C) 
Terminal Adapter Type A2 (All 3274 Models except 51C) 
Terminal Adapter Type A3 (All 3274 Models except 51C) 


Each adapter permits attachment of an additional eight Category A terminals. The base 
control unit, which provides for attachment of eight Category A terminals (1—8), can be 
expanded with these three adapters to a maximum configuration of 32 Category A 
terminals. One each of these adapters can be installed and they must be installed in 
sequence. | 


Mutually 
Adapter Exclusive 
Type Terminals with Type Prerequisites 
Al (6901) 9-16 —- —~ 
A2 (6902) 17—24 — Al (6901) 
A3 (6903) 25—32 B3 (7804) Al (6901) 
B4 (7805) A2 (6902) 


Terminal Adapter Type B (3274-51C) 


Permits attachment of four Category B terminals, thus expanding the capability of the 
control unit to attach up to 12 terminals. Prerequisite: Power Expansion (5550). 
Limitations: Category B terminals are not supported when attached to an 8100 Infor- 
mation System. 


Terminal Adapter Type B1 (All 3274 Models except 21A, 21C/SNA, and 51C) 


Permits four Category B terminals (1—4) to be attached and provides for installation of 
Terminal Adapier Ty pes B2, BS, aiid B4 (7803, 7804, and 7805) when additional 
Category B terminals are desired. 


Terminal Adapter Type B2 (All 3274 Models except 21A, 21C/SNA, and 51C) 
Terminal Adapter Type B3 (All 3474 Models except 21A, 21C/SNA, and 51C) 
Terminal Adapter Type B4 (All 3274 Models except 21A, 21C/SNA, and 51C) 


Each adapter permits four additional Category B terminals to be attached. A maximum 
of one each of these adapters can be installed for a combined total of 12 additional or 16 
total Category B terminals attached to a control unit. One each of these adapters can be 
installed, and they must be installed in sequence. 


Mutually 
Adapter Exclusive 
Type Terminals with Type Prerequisites 

B2 (7803) 58 2 B1 (7802) 
B3 (7804) 9212 A3 (6903) B1 (7802) 
| B2 (7803) 
B4 (7805) (316 A3 (6903) B1 (7802) 
B2 (7803) 
B3 (7804) 


1200-bps Transmission Speed (3271 ; 3275-1, -2, -11, -12) 

Permits operation over the communication facilities at 1200 bps. Clocking is provided 
by the unit. Mutually exclusive with 4800/7200-bps Transmission Speed (7821). 
4800/7200-bps Transmission Speed (3271-1, -2, 3275-1, -2) 

Permits operation over the communication facilities at speeds up to 7200 bps. Clocking 


is provided by the modem. Mutually exclusive with 1200-bps Transmission Speed (7820). 
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8700 
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9600-bps Transmission Speed (3275-3) 


Permits operation over a 3651 Store Controller local loop: at t 9600 oe 


Text Print Feature (3288) 


Provides the 120.sans serif diaries) in the IN/T T11 character set. Also provides 
character underscore and overstrike (using a line advance inhibiting order). Mutually 
exclusive with Katakana Character Generator (2706). Prerequisite: EBCDIC TN/T11 


Character Set (9093). 


3271 / 3272 Attachment (3287) 


Provides one interface for attaching a 3287 to a 3271, 3272, 3274, 3791 Controller, 8101 


Storage and I/O Unit, or S/370 Model 138 or 148. Provides the buffer storage required 
for print operation. Mutually exclusive with 3274/3276 Attachment (8331). Also, the 
127 character plus space and null Katakana enhancement is not supported. Prerequisites: 
For 3271 or 3272, an available port or added Device Adapter (3250); for 3274, an 
available Type B ort or added Terminal Adapter Type B ae etc. 2 


3274/3276 Atiachment (3287) 


Provides one interface for attaching a 3287 to a 3274 or 3276. Provides the buffer storage 
required for print operation and also Buffer Reprint support. Mutually exclusive with 
3271/3272 Attachment (8330) or Data Analysis — APL (1066). Prerequisites: For 

3274, an available Type A port or added Terminal Adapter Type A (208, etc.); for 

3276, an available oe or added Terminal Adapter (3255, etc. Je 


Variable-Width F orms Tractor (3287) 


A forms-feeding device for continuous margin-punched fotale Overall forms width from 
76.2 to 381.0 mm (3 to 15 inches) can be fed. Forms of up to:six parts, with a total 
thickness of 0.457 mm (0.018 inch), may be used. Prerequisite: Variable Width Forms 


- Tractor — Paper Handling (9185) where there is a ee to handle forms with an — 


overall width from 76. 2 to 203.2 mm (3 to 8 inches). — 


Waterproof Power Connector (3274- 1A, -1B, -1D, -21A, 218, 20D, -31A, and -31D) 


Provides a waterproof connector on the power. cable to satisy local ordinances requiring 


termination of this type in specific locations. 
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Figures 2-1 through 2-42 give the configuration feature codes for the units in the 
IBM 3270 Information Display System. 
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Figure 2-1. 3271/3272 System Attachment — Universal 
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| Necessary (N) 


or , % 
Optional (O) | Feature Name 


230 V Locking Plug 
115 V Nonlocking Plug 


Transmission Codes 
EBCDIC 


Data Analysis — APL (Not available 
for Model 1 or 11) 


Transmission Speeds 
1200 bps | 


4800 or 7200 bps (Models 1, 2) 


| Legend: 
EB ASCII is available in U.S. only. 


- Figure 2-2. 3271 Control Unit — Universal 


Necessary (N) 
or * 
Optional (O) | Feature Name \ 


Gn 208 V Locking Plug 
Choose one | 230 V Locking Plug 
~ 208 V Nonlocking Plug 


230 V Nonlocking Plug 


"N Host System Operator Console 
(For record (Model 2 only) 


purposes): 3277 Model 2 


Legend: | 
@B U.S. and Canada. 


Figure 2-3, 3272 Control Unit — Universal 


Special 
Feature 
Code 


Special 
Feature 
Code 


Specify 
Feature 
Code 


Specify 
Feature 


Prerequisite 
(Must be 
ordered with) 


Prerequisite 
(Must be 
ordered with) 


Mutually 
Exclusive 
(Must not be 
ordered with) 


Mutually 
Exclusive 
(Must not be 
ordered with) 


Necessary (N) Special | Specify Prerequisite |Mutually 
Exclusive 
or Feature | Feature (Must be (Must not be 
Optional (O) | Feature Name Code Code ordered with) | ordered with 
N Power 
Choose one 100 V, 50 Hz 


[i00v, 60H 


100 V, 60 Hz 


Ea Choose one Locking Plug 


N Machine Nomenclature 
Choose one Japanese 
coe Spanish 
Legend: 
EB Available for all voltages under 200V. 


Figure 2-4. 3271/3272 Control Units — Additions for Americas/Far East 


Necessary (N) 
or 
Optional (O) Feature Name 


Power 
100 V, 50 Hz 


N 

Choose one , ol i! 
[atov.sone SSSS~wSCSCS~* «CO 
[assvisoneSC*dSCSCSCSC~*di«C 
— [Pmovisone SSSC~SCSCSCS~*dSiC 
| 235v,50Hz2 | 
[toov.eoneSCSC~SC‘“*‘~*~*dCB_ 

, ead 

| 20ov,eoH2 

| Ld 

, ae 

ares 

aa 

rr 

—_ 


Mutually 


Prerequisite : 
Exclusive 


(Must be 
ordered with) 


Specify 
Feature 
Code 


Special 
Feature 
Code 


208 V, 60 Hz 
230 V, 60 Hz 


N Machine Nomenclature 
Choose one English (UK) 
English (US) 


French 
German 
Italian 


Figure 2-5. 3271/3272 Control Units — Additions for Americas/Middle East/Africa 
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Necessary (N) 
or 
Optional (O) 
EN 
G Choose one 


Mutually Exclusive (Must. 
not be ordered with): 


Feature Name 


0 
ce 

fessor SS 
ers 
[Communication Gable 9.1 meters Gor) | | oe2 | —+i|——S—CSCS 
[Communication Gable 22 meen Wor |__| 90s_| i 
[Terminal Adepier Tyee At =i TPC CSCS 


jlo 


EAChoose one 


Choose as needed 


(8 terminals per Terminal Adapter Type A3 | 
adapter) 


ao [Terminal Adapter Type 8) =i; 702 | 


Choose as needed | Terminal Adapter Type B2 | 7803 


(4 terminals per | Terminal Adapter Type B3 | 7804 
adapter) Terminal Adapter Type B4 . 7805 


3701 6301, 6302 5650 or 5651 | 
or 6303 


N External Modem Interface 


(Models 1C and 
51C only) Digital Data Service Adapter i) 6302 or 6303 | 3701 or 5651 
Choose one (nonswitched, point-to-point) a 


Digital Data Service Adapter §fi 
(nonswitched, multipoint) 


Special Feature; 
then choose one 


er | 6302 or 6303 | 3701 or 5650 


Specify Feature | 2000 bps fy | 
[2400 be 
Fes nies Mes ("a Ee Rn 
ee eran ee 
EN © A 


O 
Choose one 
(Model 51C 
only) 


fF} 1200 bps Integrated Modem, Switched 


6301 3701, 4850, 5500, 5501, 
1200 bps Integrated Modem, Nonswitched | 5500 | 9651 or 6301 3701, 4850, 5501, 5502, 
‘ 


15 1200 bps Integrated Modem, Nonswitched | 5507 =| 9651 or i) 6301 3701, 4850, 5500, 5501, 
9652 5502, 5508, 5650, 5651 


with Switched Network Backup and 
Manual Answer 
EJ 1200 bps Integrated Modem, Switched : 
1200 bps Integrated Modem, Nonswitched 
with Switched Network Backup and Auto 


3701, 4850, 5500, 5501, 
Answer 


6502, 5507, 5650, 5651 
[0 ____| Frewyer/Decwvpe Feature ———SS—S~=*i 388 
N 


9651 or| (&) 6301 
9652 | 
Alternate Mailing Address §f¥ rn: 


a Eensee 
| as Senet! 
Common Communications Adapter with | | 6301 6302, 6303 _— 
(See Limitations. 2 | | 3 


without Business Machine Clock and 6303 
High-Performance Communications 6303 6301 (Model 51C) 
A 


Figure 2-6. 3274 Control Unit — Universal (Part 1 of 2) 
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iE) 6301 3701, 4850, 5500, 5502, 
_ |5507, 5508, 5650, 5651 


\ 


Necessary (N) | Special | Specify | Prerequisite 
or Feature (Must be Mutually Exclusive (Must 
Optional (O) Feature Name Code ordered with): | not be ordered with): 
Eo 2400 bps Integrated Modem, 5640 9321 or} 6302 or 6303 
125 Nonswitched 9322 and 9112 
EXO 4800 bps Integrated Modem, 5740 9321 or] 6302 or 6303 
| 125 Nonswitched 9322 and 9112 
EZ0 9600 bps Integrated Modem, Nonswitched, 5840 6302 or 6303 
25 Point-to-Point and 9112 
P20 6302 or 6303 
25) and 9112 
re 
gyo 


Extended Function Store Type C1 3622 


12] Extended Function Store Type C2 


Specify as 
needed. 
See Appendix A. 


1801, 3622 
or 3623 


Ek} O 
Specify as needed. 
See Appendix A. 
iO 

Specify as needed. 
See text. 


6303, 9112 3680, 3701, 5500, 
5501, 5502, 5507, 
5508, 5650, 5651 


EF} N with 5500, 4-wire facility | ss | 9651 |: 5500, 5507, 
5607, 018608 [2wirefeciity 


22 CCITT V.35 Interface 1550 6301, 6302, 
6303 


Legend: 
1 AC voltage, 1 phase, 3-wire, 60 Hz. 15} Data Coupler Type CDT or FCC-certified equivalent is required 
FR 4.3 meters (14 ft) normally supplied. Optionally specify (U.S. and Canada only). 
other lengths. | 16) Requires a CBS type data access arrangement or FCC-registered 
EQ 6.1 meters (20 ft) normally suppplied. Optionally specify equivalent (U.S. and Canada only). 
other lengths. All models except Models 1B and 21B. 
gi Models 1A, 1C, and 1D only. . 18 | Provides increments of 65,536 positions of additional control 
5 | Prerequisite only when SNA/SDLC protocol is required and storage. | 
feature code 7802 is installed. ME) For Model 51C, also Configuration Support C (9112). 
CI Not available in E/ME/A countries. EZ) All models except Model 51C. 
Provides an increment of 16,384 positions of additional A) When installed on a Model 1A, or on a Model 1C to be used in 
control storage. | SNA/SDLC, Extended Function Store feature(s) (3622, 3625, 
EQ Available with SDLC line control only. 3627) and Control Storage Expansion (1801) are required. See 
9 | Not available with Special Features 5650 and 5651. Appendix A to determine accurately what storage features are 
Tr) U.S. only required in specific configurations. 
11 Configuration Support A is shipped with all 3274s unless 22 Models 1C, 21C, 31C, and 51C only. 
Configuration Support B or C is specified. EX} All models except 1B, 21A, 21B, 21C, and 21D. 
12] Provides increments of 32,768 positions of additional 24 Models 31C and 51C only. 
control storage. 25 Cannot be used with any other Communications Interface 
13} Model 51C only. feature. 
{Z} Category B terminals are not supported when attached to the For 8100 attachment, cannot be used with 7801. 


8100 Information System. 


Figure 2-6. 3274 Control Unit—Universal (Part 2 of 2) 


Chapter 2. Feature Lists 2-5 


| Necessary (N) 


or 
Optional (O) 


1 2 
N 
Choose one 


N 
Choose one 
200 V, 50 Hz 


(Must be 
ordered with) 


Mutually Exclusive (Must 
not be ordered with) 


Feature Name 4 


240 V, 50 Hz 
100 V, 60 Hz 


110 V, 60 Hz . 


NO 
oO 
N 
—_ 


120 V, 60 Hz | 


240 V, 60 Hz 


Locking Plug 
Nonlocking Plug 


Machine Nomenclature 


Brazilian 
Canadian/French 


English (US) | | 7 
Spanish-speaking 


X.21 Adapter for Nonswitched Networks 


X.21 Switched Adapter 


nes ee 
ee cee et td 
as ee 
Paes: REE eee, 
ees ee ee 
rn Pasar 
ie ers eee 
ete ee ge ee 
ean 
ee ad 
ae 
iy oe eee See eee, 
a rie 
ie eee eee 
eee ei ere 
a ea el 
ier Pee 


NO 
c 
.e) 
W 


6301,6302 | | 
or 6303 


EB Available for ail voltages under 200V. - Japan only. | Japan and Nordic countries only. 


Figure 2-7. 3274 Control Unit — Additions for Americas/Far East 


Necessary (N) 


Mutually 


Special | Specify Prerequisite Exclusive 


or 
Optional (O) 


N_ _|_ Power = _{| 2999 
220 V, 50 Hz | a ee 


(UK only) 


O 
(Germany 
only) 


Feature | Feature (Must be (Must not be 
Feature Name Code ordered with) | ordered with) 


Communication Cable — Datel 2412 
Service, Facility 3 » 
Communication cable — D2400S 
Direct-Call Facility Service 


English (US) © ° 
French 


Italian 


a (1 EO 
Choose one English (UK) | 2927 enmoee 
re ee ee 
_| fase 
a a 
ee ee es 


Legend: 


Saudia Arabia only. 


Figure 2-8. 3274 
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Control Unit — Additions for Europe/Middle East/Africa 


Necessary (N) 
or 
Optiona! (O) Feature Name 


Special Specify 
Feature Feature 


Prerequisite 


N System Attachment 
Choose one S/360 Model 25 
$/360 Model 30 
$/360 Model 40 
S/360 Model 50 
$/360 Model 65 
$/360 Model 67 
S/360 Mode! 75 
S/360 Model 85 
S/360 Mode! 195 
$/370 Model 115 
$/370 Model 125 
$/370 Model 135, 135-3 
$/370 Model 138 
$/370 Model 145, 145-3 
$/370 Model 148 
$/370 Model 155 
$/370 Model 158 
$/370 Model 165 
$/370 Model 168 
3031 Processor 
3032 Processor 
3033 Processor 


Transmission Code 


_ eEscoic &A 


bh 


9089 
9091 or 9092 
9091 or 9092 


Choose one 


Choose one 9089 9761 
9091 9762 
[9092 | 9762 


; . | ELE 
| 
> 
7) 
o 
@ 


Operator Identification Card Reader 4600 ‘ae Any keyboard 
1 | N Power 
Choose one 115 Vac Locking Plug 9880 
115 Vac Nonlocking Plug Dead 9881 es we 
O Keyboards 
Choose one 66-key EBCDIC Typewriter 9089 
66-key EBCDIC Data Entry [4631 | | 9089 
66-key EBCDIC Data Entry with 9089 
keypunch layout 
78-key Operator Console 4632 FE 9089s" 
__78-key EBCDIC Typewriter | 4633 | ~~ | 9089 
| Ke 66-key ASCII 4634 | ~~ | 9091 or 9092 
£9 78-key ASCI! 4635 | | 9091 or 9092 
| _| Keyboard Numeric Lock a0 | | 
| 1 ne) | 2 | 1200-bps Integrated Modem with 
Auto- Answer . 
[0 Printer Adapter Passo fT 
[0 | security Kevlock a 
[0 | SelectorPen ——=S~=~CS~S~s two CCC 
Transmission Speed 7820 3440,782] 
1200 bps 
#800 or 7200058 maxi | | ______paa,7@20 
Lo 1200-bps Integrated Modem oe 3440 or 7820 Lo 
Legend: 


1 U.S. and Canada only. 

For 3275 Models 1 and 2 only. 
For 3275 Models 11 and 12 only. 
E3 ASC! is available in U.S. only. 


Figure 2-9. 3275 Display Station — Universal 


Chapter 2. Feature Lists 
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Mutually 
Exclusive 
(Must not be 


Specify 
Feature 


Special 
Feature 


Prerequisite 
(Must be 
ordered with) 


Necessary (N) 


or 
Optional (O) Feature Name — 


N Power _ | 
Choose one 100 V, 50 Hz 


123.5 V, 50 Hz 


220 V, 50 Hz 


[nov.sone SSSCS~S~SSSSS~*diC 
aan 
aii 
ana 


[100,604 SSS*d i an 
span oniy 


235 V, 50 Hz 


N Machine Nomenclature 
Choose one English (UK) | 


N Character Generator Language 
Choose one English (UK) 


English (US) 


ae dl 
N Keyboard Language : 
Choose one English (UK) | 2958 © 
Enaiish (OS) 
Portuguese 
a 


Say 
Leconte eal 
ae 
feel 
ee 
a 
, ae fe 
eee Re 
a 
ed ae 
eee ae 
ee) 
eee 
ae fee 
ens 
a 
Legend 


Katakana Data Entry Keyboard 2973 


Ey Available for all voltages under 200V. 


Figure 2-10. 3275 Display Station — Additions for Americas/Far East 


Mutually 
Exclusive 
) (Must not be 


Special Specify Prerequisite 
Feature Feature (Must be 


Necessary (N) 
or 


Optional (O) 


Feature Name 


N Power 
Choose one 100 V, 50 Hz 
110 V, 50 Hz 
123.5 V, 50 Hz 
220 V, 50 Hz 
100 V, 60 Hz 
115 V, 60 Hz 
235 V, 50 Hz 
N Machine Nomenclature 
Choose one English (UK) 
English (US) 
French 
German 
| Italian 
Spanish 
N 


Character Generator Language 


Code Code ordered with 


2804 
2805 
811 
2813 
2730 


NO 


NO NO 
© © 
io) NO 
NO © 


2814 


2927 
2750 


2929 


2931 


2704 
2709 
2705 
2710 
2703 


Choose one Austrian/German 
Belgian/French (dual case) 
Belgian/French (mono case) 
Danish/Norwegian 
English (UK) 
English (US) 
Finnish/Swedish 


N 
sw 
2) 
oi 


2708 


Italian (dual case) 2702 
Italian (mono case) 2705 
Portuguese 2712 
2714 
N Keyboard Language 
Choose one Austrian/German 2957 


2971 
2965 


Belgian 

Danish 

English (UK) 
English (US) 
Finnish/Swedish 
French 

Italian 
Norwegian 2966 
Portuguese 


Spanish 2961 


lala 


‘ NO NY NTMI} NM] NR 
© OO}; OO} OO}; O; © 
o Oo} 0} Od) Ot; 7 
co CO; &}] GC! &} © 


Figure 2-11. 3275 Display Station — Additions for Europe/Middle East/Africa 


Chapter 2. Feature Lists 2-9 


| Mutually 
Necessary (N) Special Specify Prerequisite Exclusive (Must 
or Feature Feature (Must be not be ordered 
Optional (O) Feature Name Code Code ordered with): 


O 


Choose as many Terminal Adapter 2 
as needed (2 
terminals per 


adapter) 


N '75-Key EBCDIC Typewriter Keyboard 
Choose one 75-Key EBCDIC Data Entry Keyboard 
75-Key EBCDIC Data Entry Keypunch 
Layout Keyboard ; 
[9 75-Key ASCII Typewriter Keyboard 
EB 87-Key EBCDIC Typewriter Keyboard 
(12 additional PF keys) 
El) 87-Key ASCII Typewriter Keyboard 
Fa (12 additional PF keys) 
aa 
| 4690 
| 6340 | 
| 1009 


Terminal Adapter 3 


Ey 87-Key EBCDIC Typewriter/Text Keyboard 
(U.S. English only) 


ae 87-Key EBCDIC Typewriter/APL Keyboard 


| Keyboard Cable, 1.8 meters (6 ft) 


Keyboard Numeric Lock 
Security Keylock 


Selector Pen [3 6350 or 
6351 
950 


i> 
Oo) 
te] 
Oo 


| Color Display Attachment 


Choose one 


N 

O 

O 

Choose one 
N 

nd 


| Communications Feature with Business 
Choose one Machine Clock 
Communications Feature without Business 6302 
Machine Clock 


Lege 


1 91cm (3 ft) normally supplied. E33 1.8 meters (6 ft) normally supplied for attachment to a 
DPD, AFE: 2.8 meters (9 ft); EMEA: 4.5 meters directly attached or data-link-attached loop. 
(15 ft) - normally supplied. Optionally specify other lengths. 9 | Not available on Model 1. 
6.1 meters (20 ft) normally supplied. Optionally specify 10] Feature code 1067 is required for 3279-2B, 3B with 
other lengths. | APL/Text. 
4 | U. S. and Canada only. 11] For Japan, locking plug normally supplied as a default 
EM ASCII is available in U.S. only. option. 
G Models 3, 4, 13, and 14 only. 12] For U. S. and Canada. Nonlocking plug normally supplied 
Models 1, 2, 11, and 12 only. as a default option. 


Figure 2-12. 3276 Control Unit Display Station — Universal (Part 1 of 3) - 


Necessary (N) 
or 


Special 
Feature 
Optional (O) Feature Name Code 


External Modem Interface 3701 


@ Public Switched Network Jj 


e Private Nonswitched Communications 
Facilities 


Specify 
Feature 


Prerequisite 
(Must be 
ordered with): 


6301 or 6302 


Mutually Exclusive (Must 
not be ordered with): 


4850, 5500, 5501, 5502, 
5507, 5508, 5650, 5651, 
5655, 5656 


<e] 
& 
c 
Oo 


O Digital Data Service Adapter (nonswitched, 3701, 5500, 5501, 5502, 
Choose one | point-to-point) U.S. only 5507, 5508, 5651, 5655, 
nll = 

Digital Data Service Adapter (nonswitched, 6302 3701, 5500, 5501, 5502, 
multipoint) U.S. only 5507, 5508, 5650, 5655, 
O X.21 Adapter for Nonswitched Networks, 6302 3701, 4850, 5500, 5501, 
Japan only 5502, 5507, 5508, 5650, 
5651, 5656 
X.21 Adapter for Switched Networks, 1068, 6302 3701, 4850, 5500, 5501, 
Japan and Nordic countries only 5502, 5507, 5508, 5650, 
5651, 5655 
fe 2400p SSSCSC~<“—~*~—SsSSSC*C“‘*é‘“‘N_~* O 
with 5650, e 9600 bps (SDLC only) 9825 6302 
Oo | 2 1200 bps Integrated Modem, Switched 5502 6301 3701, 4850, 5500, 5501, 
Choose one with Manual Answer (Models 11, 12, 13, 5507, 5508, 5650, 5651, 
and 14 only) 5655, 5656 
1200 bps Integrated Modem, Nonswitched 5500 9651 or 6301 3701, 4850, 5501, 5502, 
9652 5507, 5508, 5650, 5651, 
5655, 5656 


1200 bps Integrated Modem, Nonswitched 
with Switched Network Backup and 
Manual Answer 

1200 bps Integrated Modem, Switched 
with Auto Answer (Models 11, 12, 13, and 
14 only) 
1200 bps Integrated Modem, Nonswitched 
with Switched Network Backup and Auto 
Answer 

5500, 5507, |e 2-wire facility 

or 5508 


3701, 4850, 5500, 5501, 
5502, 5508, 5650, 5651, 
5655, 5656 
3701, 4850, 5500, 5502, 
5507, 5508, 5650, 5651, 
5655, 5656 
3701, 4850, 5500, 5501, 
5502, 5507, 5650, 5651, 
5655, 5656 


5507 9651 or 6301 
9652 
- 
9651 or 6301 
9652 
9651 or 5500, 5507, 
Legend: 


9652 5508 
ER Models 11, 12, 13, and 14 only. 


2 Data Coupler Type CDT or. FCC-certified equivalent is required (U.S. and Canada only). 
Requires a CBS type data access arrangement or FCC-registered equivalent (U. S. and Canada only). 


Figure 2-12. 3276 Control Unit Display Station — Universal (Part 2 of 3) 


Chapter 2. Feature Lists 2-11 


Special 
Feature 


Necessary (N) 
or 
Optional (O) Feature Name | Code 
: 
¢ a 


6 meters (19.7 ft) | 


12 meters (39.4 ft) 9107 
Ky Encrypt/Decrypt 3680 
Extended Character Set Adapter | 3610 


APL/Text 1120 


Ky Loop Adapter | 4850 


Legend: 
a Accessory Item — purchase only. 


Specify 
Feature 


| 2 | 1.5 meters (4.9 ft) cable normally supplied. Optionally specify extension cables. 


Models 11, 12, 13, and 14 only. 


Figure 2-12. 3276 Control Unit Display Station — Universal (Part 3 of 3) 


2-12 


Prerequisite 
(Must be 
ordered with): 


Mutually Exclusive (Must 
not be ordered with): 


Necessary (N) 


Special Specify Prerequisite 
Feature Feature (Must be Mutually Exclusive (Must 
Code ordered with) | not be ordered with) 


or 
Optional (O) 


Feature Name 


N Power — World Trade A/FE except Canada 2998 
Choose one 100 V, 50 Hz 2804 


110 V, 50 Hz 
200 V, 50 Hz 


Code 

ars 

somes ce 
[2806 
220 V, 50 Hz es ee 
100 V, 60 Hz | 2730 
127V, 60 He ee Ee 


Choose one Nonlocking plug 


9891 


(Japan only) 


Machine Nomenclature 


Choose one Brazilian 


Canadian/French 
English (US) 
English (UK) 


eel 
— 
eae 
cee 
ae 
eee 
ie 
le creas 


Spanish-Speaking 
N Keyboard Languages 


Choose one Brazilian 
Canadian/French 
EBCDIC 
English (US) 
International 


2715, 2716, 2717, 2718 
2715, 2716, 2717, 2718 


2715, 2716, 2717, 2718 
2715, 2716, 2717, 2718 


2715, 2716, 2717, 2718 
2716, 4621, 4627, 4629 


4621, 4622, 4623, 4626 
4626, 4629 


Japanese (English) 


Japanese (Katakana) _ 2973 


Eee cmsaet casa 
ee 
ee 
aes: 
N 76-Key Japanese English/Japanese 2715 2955 or 2973 
Choose one Katakana Typewriter Keyboard eal DE id 
76-Key Japanese Katakana Data Entry 2716 2973 2955 


88-Key Japanese English/Japanese 2717 
Katakana Typewriter Keyboard 
88-Key Japanese English/Japanese 2718 
Katakana/APL Keyboard 

Legend: 


GB Available for all voltages under 200V. 


Figure 2-13. 3276 Control Unit Display Station — Additions for Americas/Far East (Part 1 of 2) 


Chapter 2. Feature Lists 2-13 


Necessary (N) Special Specify Prerequisite oe ae 
or 7 Feature | Feature (Must be Mutually Exclusive (Must 
Optional (O) | Feature Name | | Code Code ordered with) | not be ordered with) 
O GB 1200-bps Integrated Modem, Non- 9651 or | 3701, 4850, 5501, 5502, 
Choose one switched en fae 5507, 5508, 5650, 5651. 
: | 5655, 5656 
E211200-bps Integrated Modem, Switched 6301 3701, 4850, 5500, 5502, 
with Auto-Answser (Models 11, 12, 13, 5507, 5508, 5650, 5651, 
and14 only) 5655, 5656 | 
1200-bps Integrated Modem, Non- 9651 or 6301 3701, 4850, 5500, 5501, 
switched with Switched Network en foe 5502, 5507, 5650, 5651, 
Backup and Auto-Answer . 5655, 5656 
X.21 Adapter for Nonswitched Networks. | 6302 3701, 4850, 5500, 5501, 
Japan only 5502, 5507, 5508, 5650, 
a i i 
X.21 Adapter for Switched Networks. 1068 3701, 4850, 5500, 5501, 
Japan and Nordic countries only 6302 5502, 5507, 5508, 5650, 
mf fe eee) : eee? 
Legend: 


Japan only — Specify 2943 if used on NTT D-1 service. 


Excluding Canada — This feature includes the PSN line plate, which is mandatory for attachment to the public switched 
telephone network. 


Figure 2-13. 3276 Control Unit Display Station — Additions for Americas/Far East (Part 2 of 2) 
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Necessary (N) 
or 
Optional (O) 


Special Specify Prerequisite 
Feature Feature (Must be Mutually Exclusive (Must 
Code Code ordered with) | not be ordered with) 


Feature Name 


Communication Cable — D1200S/D2400S 
Switched or Direct Call Facility Service 


Choose one 


NOP MEN 
00} ©; © 
oO;O; = 
oO; =| & 


(Germany 
only) 


O 
(UK only) 
O 
(Germany 
only) 


N Machine Nomenclature 
Choose one English (UK) 
English (US) 


Communication Cable — Datel 2412: 
Service, Facility 3 

Dial Disconnect Switch — D1200S/D2400S 
Switched Service 


NO 
00 
fe) 
© 


2835 
2898 2899 


NQ 
© 
NO 
SN 


NO 
i<e) 
NO 
i 


French 


N Character Set Language 
Choose one Austrian/German (Alternate) 
Danish/Norwegian (Alternate) 
Finnish/Swedish (Alternate) 
Spanish (Alternate) 


NJ 
\<e) 
NO 
12.0) 


N Keyboard Language 
Choose one Austrian/German | 2957 
Belgian _ 
[Danish SCSC~C~SCSCS 


29 

2970 
2950 
2 


o>) 
aS 


NO 
co 
o1 
—_ 


Choose one 


7967 
O 1200-bps Integrated Modem, Switched 5501 6301 
with Auto-Answer (Models 11, 12, 13, 


and 14 only) 

1200-bps Integrated Modem, Non- 
switched with Switched Network 

Backup and Auto-Answer 


1200-bps Integrated Modem, Non- 
switched 


X.21 Adapter for Switched Networks. 
Japan and Nordic countries only 


3701, 5500, 5501, 5502, 


5507 


Eat eael 
Ed 
ae 
ae 
eeaaialinel 
eel 
ee 
aa 
ee 
ae 
ae 
! ee 
Oe ae ee ee ee 
all 


5508 9651 or | 6301 
9652 


9651 or 6301 
9652 
Legend: 


1068 
6302 
BB Saudi Arabia only. 


Excluding Canada — This feature includes the PSN line plate, which is mandatory for attachment to the public switched 
telephone network. 


Figure 2-14. 3276 Control Unit Display Station — Additions for Europe/Middle East/Africa 


Chapter 2. Feature Lists 2-15 


Mutually 
Necessary (N) | Special Specify | Prerequisite Exclusive 


or : | Feature | Feature (Must be (Must not be 
Optional (O) Feature Name bs Code Code | ordered with) ordered with) 


Choose one | 115 V Nonlocking Plug a ee ee ee 
1 | N Character Set 
Choose one EBCDIC 9089 — | 
EB asciia feof C™C~sSC“‘“‘CS;SC'” 
EB Ascii) [ifr C—<~*dSC“‘CS)NSNCC 
} O Keyboards ; | 
66-Key EBCDIC Typewriter 4630 9089 
66-Key EBCDIC Data Entry 4631 | ~~ | 9089 een een Hl 
78-Key EBCDIC Typewriter 4633 Ll 9089 Ie cen ees 
Zy 66-Key ASCI! Typewriter | 4634 eee sl 9091 or 9092 ae 
y 78-Key ASCII Typewriter — 4635 | | 9091019092 {| 
66-Key EBCDIC Data Entry ~ | 4636 aa 9089 Ss 
66-Key EBCDIC Typewriter/APL 4637 a 1066 eee 
78-Key EBCDIC Typewriter/APL 4638 | — | 1066 eae 
f 78-Key EBCDIC Fast Cursor Text 4639 1066 
ae Keyboard Numeric Lock 4690 Ld Any keyboard - Eo ll 


Legend: 
GR if the 3277 is attached to a 3271 , the corresponding transmission code must be specified for the 3271. 
US and Canada only. 
3277 Model 2 only. 
ASCII is available in U.S. only. 
5 Not available in E/ME/A. 


Figure 2-15. 3277 Display Station — Universal 


Mutually 
Exclusive 

(Must not be 
ordered with 


Prerequisite 
(Must be 
ordered with) 


Specify 
Feature 


Special 
Feature 


Necessary (N) 
or 


N Power 
Choose one 100 V; 50 Hz 
110 V, 50 Hz 


235 V, 50 Hz 


220 V, 50 Hz 
100 V, 60 Hz 
Nonlocking Plug 
N Machine Nomenclature 
Choose one English (UK) 


123.5 V, 50 Hz 
| Choose one Locking Plug 
(Japan only) 


English (US) 


ar 
a 
aa 
ee 
ae 
A 
= 
a 
[Japanese SSSCSCS~sCS «dS 288 
Ean 
fo 
es eeeneasl 
as 
aaa 
an 


N Character Generator Language 
Choose one English (UK) 


N Keyboard Language 
Choose one English (UK) 


ae Katakana Character Generator 
te Katakana Typewriter Keyboard 


Legend: 
Available for all voltages under 200V. 


Figure 2-16. 3277 Display Station — Additions for Americas/Far East 


Chapter 2. Feature Lists 


2-17 


Necessary (N) | Special Specify 
or : a Feature Feature 
Optional (O) Feature Name 


N Power | a 
Choose one 100 V, 50 Hz 2804 
110 V, 50 Hz 2805 


123.5 V, 50 Hz 
220 V, 50 Hz 


100 V, 60 Hz 


235 V, 50 Hz | 9814 
115 V, 60 Hz 


German 
Italian 


N Character Generator Language 
Choose one Austrian/German 


N Keyboard Language 
Choose one Austrian/German 2957 
[Bein SSCS 
[Banish SSdS—*d 
[engin (RTS 
| | ease a | 


N Machine Nomenclature 
Choose cne English (UK) 2927 
English (US) | | 2750 
[French SSSSSCSCS*sSSC*d 
Italian (mono case) Lo 
_Finnish/Swedish 


[Norwstin Sd 
[Portuavese—SSSSCSC~‘CSC‘“‘“‘C*C*dC 


Italian (dual case) 
English (US) ; | 2956 
Spanish. 


Figure 2-17. 3277 Display Station — Additions for Europe/Middle East/Africa 


Prerequisite 
(Must be 
ordered with) 


Mutually 
Exclusive 


(Must not be 
a with! 


2 
a. 
© 
= 
P 
rs 
ay 
> 


N 


Mutually 
Necessary (N) Special Specify Prerequisite Exclusive (Must 
or Feature Feature | (Must be not be ordered 
Optional (O) Feature/Model Name ordered with) 


[sae Weds iT as 
Sei. nce GS. (SRS GRGREAERD ietonnatnenE 
[_75-Key EBCDIC Typewriter Keyboard + _aez1 | —SsdT—SSSCSC~C~iY SSCSCSCSCS 
[75 -Key EBCDIC Data Entry Keyboard ——*i| 422] | SC~dYSCC‘C~*~S 
Ia el 
Layout Keyboard 

[Ebs-Key ascii Typewriter Keyboard +f aeza' |] SC~*idSSC 
ee ars 
eaemerem ee 

(12 additional PF keys) 
oe 


(12 additional PF keys) 
Keyboard (U.S. English only) 
Keyboard 

Keyboard 

APL Keyboard 


ho -. d EB Keyboard Cable, 1.8 meters (6 ft) el 9399 Any keyboard 


Keyboard Numeric Lock 4690 4621, 4622, 
4623, 4627, 
2715, 2716, 


Security Keylock 6340 


Selector Pens 10 6350 
file351 


Programmed Symbols (PS-2) 5781 
N ’ 
Choose one EB £31 20vV, 60 Hz Nonlocking Plug 
RAE xtended Character Set Adapter 3610 
7 


Programmed Symbols (PS-4) 5782 
EB 91 20v, 60 Hz Locking Plug aa 
POT ext 1120 
O EER Power Cable, 1.8 meters (6 ft) 


GB Magnetic Accessory Extension Cable 
6 meters (19.7 ft) 


12 meters (39.4 ft) 9107 


Legend: 


EB 120V, 1-phase, 60 Hz (U.S. and Canada only). 

2.8 meters (9 ft) normally supplied. Optionally specify other lengths. 
91 centimeters (3 ft) normally supplied. Optionally specify other lengths. Models 3, 4, and 5 only. 
ZB Not available in E/ME/A countries. Models 1 and 2 only. 


EE} US. and Canada only. 

9 | 

10) 
1.5-meter cable normally supplied. Optionally specify one extension. [2 1.5 meter (4.9-ft) cable normally supplied. Optionally 


ASCII is available in U.S. only. 


El Support of the 3278 special features may require increments of 3274 specify extension cables of 6 meters (19.7 ft) or 12 
control storage. When ordering any of the special features, check the meters (39.4 ft) if desired. 
figures in Appendix A to ensure that adequate Extended Function When attached to the 3274 only. 
Store is available. Configuration Support B or C on the Model 3274 1C, 
The 3278 must be attached either to a 3274 Model 1A, 1C, 1D, 21A, 1D, or 51C is prerequisite for Model 5. 
21C, 21D, 31A, 31C, 31D, or 51C or to a 3276 unit with APL/Text These keyboards permit entry of color and high- 
Control Feature 1067. lighting attributes and Programmed Symbols selection. 


s 


Figure 2-18. 3278 Display Station — Universal 
Chapter 2. Feature Lists 2-19 


Prerequisite 
(Must be 
ordered with): 


Specify 
Feature 


Necessary (N) 
or 
Optional (O) 


Special 
Feature © 


Code GB 


Feature Name Mutually Exclusive 


Power — World Trade A/FE except Canada 
100 V, 50 Hz 
110 V, 50 Hz 
200 V, 50 Hz 
220 V, 50 Hz 
230 V, 50 Hz 
240 V, 50 Hz 
100 V, 60 Hz 
110 V, 60 Hz 

F120 V, 60 Hz 
127 V, 60 Hz 

EJ Locking plug 

Nonlocking plug 


Choose one 


Choose one 


(Japan only) 


O Character Set Language 
(Japan only) | 
O 


aie 

ars 

pete 

Pee 

ade 

ne 

fe eel 

eee! 

eee 

ae 

eee 

een 

Keyboard Languages | : 
8 Canadian/French «977 

EBCDIC ce, ye 2715, 2716, 2717,.2718 
English (UK) dl 2715, 2716, 2717, 2718 
English (US) od CT =«*di 95, 2716,2717,2718 
International P| Fo | 2715, 2716, 2717, 2718 

Eee 2 

paeeeeal 

ae 


Japanese English 

Japanese Katakana 

Spanish-speaking 
76-key Japanese English/Japanese Katakana 
Typewriter Keyboards 
76-key Japanese Katakana — Data Entry 2716 
Keyboard 
-key Japanese English/Japanese 
Katakana Typewriter Keyboards 
Z¥ 88-Key Japanese English/Japanese 

Katakana Typewriter/APL Keyboards 


NTN 
©} © 
“Ol 
©} 01 
NO 

~~ 
wi} O01 
Wt 01 


4621, 4627, 2716 
4621, 4622, 4623, 4627 
2969 feo. 8 2715, 2716, 2717, 2718 | 


2955 or 
2973 
3973 2955 


88-Key Attribute Select Japanese English/ | 2708 
Japanese Katakana Typewriter Keyboards 


2719 


88-Key Japanese English/Japanese Katakana 

Typewriter Overlay Keyboards 

Ky 88-Key Attribute Select Japanese English/ 
| Japanese Katakana Typewriter/APL 

Keyboards 


2721 


| 
jee] 

NO NO N). 

~ ~ ~J 

—_ = = 

© ~ ol 


= | 
2955 or 
2973 
2955 or 
2973 
2955 or 
2973 
Legend: 
Available for all voltages under 200V. 


All 3278s attached to a 3274 or 3276 must have the same keyboard language that is selected during 3274 customizing or that is specified 
for the 3278. 

For all keyboards except the 87-key EBCDIC Typewriter/Text Keyboard (4629), which is available in English (U.S.) only. 

Unit must be attached to a 3274 Model 1A, 1C, 1D, or 51C, or to a 3276. 

Support of the 3278 special features may require increments of 3274 control storage. When ordering any of the special features, check 
the figures in Appendix A to ensure that adequate Extended Function Store is available. 

Includes requirements for 115V. 

Specify if Japanese Katakana is required. 

Single-phase ac. 

For voltages under 200V. 


BHA Geo SS 


Figure 2-19. 3278 Display Station — Additions for Americas/Far East 


a 


Mutually 


Necessary (N) Special Specify Prerequisite Exclusive 
or Feature Feature (Must be (Must not be 
Optional (O) Feature Name Code ordered with) ordered with) 


N Power ee 


EB 120 v,60Hz 


Keyboard Language 
Austrian/German 


2957 2748 or 2757 


2964 
[2970 
2968 
2066 | 
2959 
ee 


Belgian 

Danish 

EBCDIC (WT) 
English (UK) 
English (US) 
Finnish 

French (AZERTY) 
French (QWERTY) 


International 


2964 
2970 
2950 
2968 
2966 
7965 
2960 


2967 2743 or 2763 


Italian 
Norwegian 
Portuguese 
Spanish 
Swedish 


Legend: 

EN Saudi Arabia only. 

| 2 | All 3278s attached to a 3274 or 3276 must have the same keyboard language that is selected 
during customizing or that is specified for the 3276. 

Ei For all keyboards except the 87-key EBCDIC Typewriter/Text Keyboard (4629), which is 
available in English (U.S.) only. 

4 | Single-phase ac. 


Figure 2-20. 3278 Display Station — Additions for Europe/Middle East/Africa 


& 


Chapter 2. Feature Lists 


2-21 


N (Necessary) 
O (Optional) 
D (Default) | 


Feature Name 


75-Key EBCDIC Data Entry Keypunch 
Layout Keyboard 


i Programmed Symbols (PS-2) 5781 aa 3279 Model 2B si 
or 3B 


Programmed Symbols (PS-4) 5782 


If nothing is specified, the following is supplied: 


120V, 60 Hz, Nonlocking Plug 
if alternative required, specify: 
120V, 60 Hz, Locking Plug 


Power Cable 2.8 meters (9 feet) 
If alternative required, specify: 
BA Power Cable 1.8 meters (6 feet) 
or 

Power Cable 4.5 meters (15 feet) 


Ed Magnetic Slot Reader — Accessory 


Magnetic Reader Extension Cable 
6 meters (19.7 feet) 


12 meters (39.4 feet) 


Legend: 
N A feature code must be specified. 
O A feature code may be specified but is not mandatory. 


D If no feature code is specified, the country code detérmines 
which feature is supplied. 


P| Each 3279 must be equipped with a keyboard. 


B42 U.S. only. 
The 3279 must be attached either to a 3274 Model 1A, 1C, 51C, 
or 1D,or to a 3276 with the APL/Text Control feature (1067). 


3 Not available in E/ME/A countries. 


Figure 2-21. 3279 Color Display Station — Universal © 
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75-Key EBCDIC Typewriter Keyboard — | 4621 
75-Key EBCDIC Data Entry Keyboard 4622 


4 75-Key ASCII Typewriter Keyboard 4624 


2 
E987-Key EBCDIC Typewriter/APL Keyboard | 4626 
2 


87-Key EBCDIC Typewriter Keyboard 4627 
487-Key ASCII Typewriter Keyboard 4628 


4621 
/4622 | 
(4624 | 
(4627 
. 4628 
E3£337-Key EBCDIC Typewriter/Text 4629 
Keyboard (U.S. English only) 
87-Key EBCDIC Typewriter Overlay 4640 
Keyboard 
9387-Key EBCDIC Attribute Select Typewriter 
Keyboard 
APL Keyboard 
}4690 | 
6340 


Ry = tre, [9 Keyboard Numeric Lock 4690 
aaa See Security Keylock 6340 


if nothing is specified, the following is supplied: 


Switch Control Unit | 1720 


ae: ee Magnetic Reader Control 4999 


Mutually 
Prerequisite Exclusive 
(Must be ordered | (Must not be 

ordered with) | 


3279 Model 2B 
or 3B | 


3279 Model 2B 2999 
or 3B 


Special Specify 
Feature Feature 


3279 Model 3A 
or 3B 


One of these keyboards is required if the operator is to select the 
extended highlighting, extended color, or symbol set attributes. 


Ry ror keyboards 2708, 2719, 2721, 4640, 4651, and 4652, the 
numeric lock function is enabled as an option when customizing 
the 3274. 

£120 V, 60 Hz (U.S. and Canada only). 
1.5-meter (4.9 feet) cable supplied. If required, extension cable 
may be specified (see Specify Feature codes 9106 and 9107). 

EB Available only for 3279s that are attached to a 3274. 


Mutually 
Special Specify Prerequisite Exclusive 
Feature Feature (Must be orclered | (Must not be 
with) ordered with) 


N (Necessary) 


O (Optional) 
D (Default) Feature Name 


PN Power-World Trade A/FE except Canada 


ee 
Power 
If nothing is specified, the following are supplied: 
Australia—200-240V 
Brazil—100-127V 
Canada—100-127V 
Japan—100-127V 
New Zealand—200-240V 
For other countries, or for alternative, specify: 
100-127V 2804 
200-240V 2806 ; 
Power Cable Plug 
If nothing is specified, the following are supplied: 
Canada—Nonlocking plug 
Japan—Locking plug 
Other countries— the most commonly used 
power plug in each country 
For alternatives in Canada and Japan only, 
specify: | 
Locking Plug—Canada 9890 
Nonlocking Plug—Japan 9891 


Machine Nomenclature 


If nothing is specified, the following are supplied: 
Argentina—Spanish 
Australia—English (U.S.) 
Brazil—Brazilian 
Canada—English (U.S.) 
Japan—Japanese Katakana 
Mexico—Spanish 
Venezuela--Spanish 
Other countries—English (U.S.) 


The following alternative may be specified for all 
countries: 
English (U.S.) 


Additionally, in Canada only: 
Canadian/French 


Keyboard Languages 
If nothing is specified, the following are supplied: 

Argentina—Spanish 

Australia—English (U.S.) 

Brazil—Brazilian ee 

Canada—English (U.S.) 

Japan—Japanese Katakana 

Mexico—Spanish 

Venezuela—Spanish 

Other countries—English (U.S.) 
If alternate keyboard language is required, specify : ; 

Brazilian 2975 4629, 2708, 2715, 

| 2716, 2717, 2718, 

’ Canadian/French au 


2719, and 2721 
EBCDIC (World Trade) au 
é 


Figure 2-22. 3279 Color Display Station — Additions for Americas/Far East (Part 1 of 2) 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


Chapter 2. Feature Lists 2-23 


N (Necessary) 


O (Optional) 
D (Default) | Feature Name 
(K’eyboard Languages—continued) 
English (U.K.) 


English (U.S.) 


ny 


-International 


Japanese English 
\ 


Japanese Katakana 


Sjaanish—speaking | 


76-Key Japanese English/Japanese Katakana | 
Typewvriter Keyboards 

76-Ke'y Japanese Katakana Data Entry 
Keyboard 

88-Keyy Japanese English/Japanese Katakana 
Typew riter Keyboards 

88-l<ey Japanese English/Japanese Katakana 
Typiewriter/APL Keyboards 


88-Key Attribute Select Japanese English/ 
Japanes.e Katakana Typewriter Keyboards 


88-Key Japanese English/Japanese Katakana 
Typewriter Overlay Keyboards 


88-Ki2y Attribute Select Japanese English/ 
Japanese Katakana Typewriter/APL 
Key bwards 


Legend: 


N A feature code must be eecitiedk: 
O A feature code may be specified , but is not mandatory. 


Mutually 
Exclusive 

(Must not be - 
ordered with) 


Prerequisite 
(Must be ordered 
with) 


Specify 
Feature 
Code 


Special 
Feature 
Code 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


.2708, 2715, 2716, 
2717, 2718, 2719, 
and 2721 


4629, 2708, 2715, 
2716, 2717, 2718, 
2719, and 2721 


4622, 4626, 2708, 
2715, 2717, 2718, 
2719, or 2721 


4621, 4623, 4624, 
4627, 4629, 4640, 
4651, 4652, and 

2716 
4621, 4623, 4624, 
2717, 2718, 2719,| 4627, 4629, 4640, 
or 2721 4651, and 4652 


2969 4629, 
2708,.2715, 2716, 
2717, 2718, 2719, 
and 2721 


2718 3279 Model 2B 
or 3B 


2708 3279 Model 2B 
or 3B. 2955 or 
2973 or default 
Japanese 
Katakana 


2708, 2715, 2716, 


2719 


2721 3279 Model 2B 
or 3B. 2955 or 
2973 or default 
Japanese 
Katakana 


D If no feature code is specified, thie country code determines which feature is supplied. 
1 | Available only for 100-124V in Canada and Japan. For all other countries in World Trade A/FE, the power cable plug supplied is the most 


commonly used plug in the coun try. 


| 2 AT 3279s attached to a 3274 or (3276 must have the same keyboard language as that selected when customizing the 3274 or specified for 


the 3276. 


3 The 87-Key EBCDIC Typewriter,/Text Keyboard (4629) is only available with English (U.S.) as the keyboard language. 
The 3279 must be attached either to a 3274 Model 1A, 1C, 1D, or 51C or toa 3276. 
FEF single-phase ac; each supply is suitable for the range of voltages defined and for both 50-Hz and 60-Hz supplies. 


Figure 2-22. 3279 Color Display Staition — Additions for Americas/Far East (Part 2 of 2) 
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N (Necessary) 
O (Optional) 


D (Default) 
Power-World Trade E/ME/A 
The following power is supplied: 
Saudi Arabia—120V 
Other countries—200-240V 


Power Plug 
The most commonly used power plug in each 
country is supplied for that country. 
D Keyboard Language 
If nothing is specified, the following are supplied: 

Austria—German 

Belgium—Belgian 

Denmark—Danish 

Finland—Finnish 

France—French (AZERTY) 

Germany—German 

Italy—Italian 

Netherlands—English (U.S) 

Norway —Norwegian 

Portugal—Portuguese 

South Africa—English (U.K.) 

Spain—Spanish 

Sweden—Swedish 

Switzerland—English (U.S.) 

United Kingdom—English (U.K.) 

Other countries—English (U.S.) 


If alternative required, specify: 
Austrian/German 
Belgian 
Danish 
EBCDIC (World Trade) 
English (U.K.) 

English (U.S,) 
Finnish 

French (AZERTY) 
French (QWERTY) 
International 
Italian 

Norwegian 
Portuguese 
Spanish 

Swedish 


Machine Nomenclature 


The following nomenciature is supplied: 
Austria—German 
Belgium—Dutch/French 
Denmark—Danish 
Finland—Finnish 
France—French 
Germany—German 
Italy—Italian 
Netherlands— Dutch 
Norway —Norwegian 
Portugal—Portuguese 
South Africa—English (U.K.) 
Spain—Spanish 
Sweden—Swedish 
Switzerland—English (U.K.) 
United Kingdom—English (U.K.) 
Other countries—English (U.K.) 


Specify 
Feature 


Figure 2-23. 3279 Color Display Station — Additions for Europe/Middle East/Africa (Part 1 of 2) 


(Must be ordered 


Chapter 2. Feature Lists 


Mutually 
Exclusive 
(Must not be 
ordered with) 


2-25 


N (Necessary) | Special 
O (Optional) Feature 
D (Default) Feature Name Code 


(Machine Nomenclature—continued) 


For Switzerland only, the following alternatives 
may be specified: 
French 
German 
~ Italian 


Legend: | 
N A feature code must be specified. 
OA feature code may be specified, but is not mandatory. 


D If no feature code is specified, the country code determines which feature is supplied. 


Specify 


' Feature 


Code 


Prerequisite 
(Must be ordered 


with) 


1 | Single-phase ac; each supply is suitable for the range of voltages defined and for both 50-Hz and 60-Hz supplies. 


All 3279s attached to a 3274 or 3276 must have the same keyboard language as the 3274 or 3276. 


Figure 2-23. 3279 Color Display Station — Additions for Europe/Middle East/Africa (Part 2 of 2) 
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Mutually 
Exclusive 
(Must not be ye 
ordered with) | 


Neccessary (N) 
or 
‘ Optional (O) 


Specify 
Feature 


Special 
Feature 


Mutually 
Exclusive 


N 115 Vac Locking Plug 
Choose One 115 Vac Nonlocking Plug 


N Pinfeed Platen 
Choose one 126 Print Positions 


120 Print Positions 
132 Print Positions 


N Character Set 
Choose one EBCDIC (required for use with 9089 
3275 Model 3) 


pO ZB Data Analysis — APL 


Legend: 
GB US. and Canada only. | 
If the 3284 is used with the 3271, the corresponding transmission code must be specified for the 3271. 
Accessory item — purchase only. 
4 | Not available when attached to a 3271/3272 Model 1 or 11 or to a 3274, 
FE ASCII is available in U.S. only. 


Figure 2-24. 3284 Printer — Universal 


Necessary (N) Special | Specify | 
or Feature Feature Mutually 
Optional (O) Feature Name Exclusive 


N Power 
Choose one 60 Hz — 100 V (Japan only) 
50 Hz — 100 V (Japan only) 
50 Hz — 110 V 


Choose one English (UK) 


Choose one — English (UK) 


Katakana Character Generator 


Legend: 
EB Available for all voltages under 200 V. 


Figure 2-25. 3284 Printer — Additions for Americas/Far East 


Chapter 2. Feature Lists 2-27 


Mutually 
Exclusive 

) (Must not be 
ordered with) 


Prerequisite 
(Must be 
ordered with 


Necessary (N) 
or 
Optional (O) 


Specify 
Feature 


Special 
Feature 
Code 


N Power 
Choose one 100 V, 50 Hz 


123.5 V, 50 Hz 
235 V, 50 Hz 


N Machine Nomenclature 
Choose cne English (UK) 2927 
English (US) Re ccodl 2750 
[Geman 


N Character Generator Language 
Choose one Austrian/German 
Belgian/French (dual case) 


Figure 2-26. 3284 Printer — Additions for Europe/Middle East/Africa 
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Necessary (N) | Special Specify Prerequisite eae 
or Feature Feature (Must be ae pa es 
Optional (O) Feature Name | Code ordered with! | . pa 
ordered witty) 


Dy 115 V Locking Plug 
Choose One 115 V Nontocking Plug 


N Pinfeed Platen 
Choose one 120 Print Positions 
126 Print Positions aa 
132 Print Positions Lt 9168 
| 2 | N Character Set = 


Choose one EBCDIC (required for use with 
3275 Model 3) 


1 U.S. and Canada only. 
2 If the 3284 is used with the 3271, the corresponding transmission code must be specified for the 3271. 


3 | Accessory item — purchase only. 
4 | Not available when attached to a 3271/3272 Model 1 or 11 or to a 3274. 
FE ASCII is available in U.S. only. 


Figure 2-27. 3286 Printer — Universal 


| | nV ——-J 
Necessary (N) Special Specify Prerequisite peed | 
Exclusive 
or Feature Feature (Must be atten 
Optional (O) Feature Name Code orderad:with) ust no . e 
ordered with) 


-o Ta 
Choose one 100 V, 50 Hz (Japan only) 2804 
[nov.soweSSC*dSSCSCSC*d*«C 
[aov.sons CdSSSC*d;C 
a 
ed 
Peet 


Ey Poor one | LockingPug SS 
el ee a ee 
N Machine Nomenclature 
Choose one English (UK) 

[eral US) 
a 

Spanish 28 
_ 
ae 
ns 
a 


Character Generator Language 
Choose one English (UK) 


English (US) 


Katakana Character Generator 


EB Available for all voltages under 200 V. 
Figure 2-28. 3286 Printer — Additions for Americas/Far East 
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Mutually 


Special Specify Prerequisite 
ed | Feature |. Feature | (Must be a . 
Optional (O) Feature Name = - Code Code ordered with) ust not be 


Necessary (N) 


Exclusive | 


. | ordered with} 
N Powerr | | 
Choose one 1010 V, 50 Hz 2804 
110 V, 50 Hz [ j280 | =| 
123.5 V, 50 Hz es ee es 
220 V, 60 He ee 
N Machine Nomenclature 
Choose cne EEnglish (UK) 2927 . 
Ealih (U5 ee 
French ais nl aa GSAT 
‘alin ae ee a DE 
N Character Generator Language 
Choose one _ Austrian/German 2704 
: Belgian/French (dual case) P| 2709 | a 
; Belgian/French (mono case) 2 ee 
“DanishiNorwesian ee ee 
“English (0K Ee a RT! 
“English (US) ee 
““Talian (dual case eo 
Teli (mono eae 08 


Figure 2-29. 3286 Printer — Additions for Europe/Middle East/Africa 
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soe 
ee 


—_ 


Mutually 

Necessary (N) Special Specify Prerequisite Exclusive 
or Feature Feature (Must be ordered | (Must not be 
Optional (O) Feature Name ordered with) 


N Character Print Operation 
| Choose one 480 G 9520 


a ae a 
| Gases) 
2 6 ll 
[0 | Forms Stand Accessory ——SS~=~<“C~*~“‘*‘dtC SSS 
ae Friction Feed Paper Handling 4110 a 
(Required if 8700 is not ordered.) 
IS [120 V LockingPug SS SSSCSC~wSC“C*‘“~*dtCSC*C*~« OS 
2 So eee eet weet 
9511 
9512 
9513 
es) 


Eo Power Cord 1.8 meters (6 ft) 
Choose one Power Cord 3.7 meters (12 ft) 
Power Cord 4.5 meters (15 ft) 
Variable-Width Forms 
Tractor — Paper Handling 


X Print Error Indication Eg 9488 
[Biwi 


Legend: 

GB the character set specified must be the same as the transmission code/character set used on the control unit to which the 3287 is 
attached. 

U.S. and Canada only. 

3271 Models 2 and 12 only and 3272 Model 2 only. 

EB Asci! is available only in U.S. 

5 | 2.8 meters (9 ft) normally supplied. Optionally specify other lengths. 

[J F or use with a 3271 Model 1 or 11, or a 3272 Model 1 

For use with a 3271 Model 2 or 12, or a 3272 Model 2. 


Figure 2-30. 3287 Printer (3271/3272 Attachment) — Universal 


Chapter 2. Feature Lists 2-31 


Necessary (N) Special Specify Prerequisite 
or Feature Feature (Must be 
Optional (O) Feature Name 7 ordered with) 


ON 
[iov. sore 


100 V, 60 Hz 


110 V, 60 Hz 
120 V, 60 Hz ie 


127 V, 60 Hz_ 
N Locking Plug 
Choose one 


Nonlocking Plug 


N Machine Nomenclature 
Choose one Brazilian 
English (US) 


Spanish-speaking 


GRoN Character Generator Language 
Choose one English (UK) 
English (US) 


Spanish-speaking 


Legend: 

The same language must be specified for contol units, displays, and printers in the cluster. 
Ya, Japan only must specify if under 200V. 

Canada must specify. , 


Figure 2-31. 3287 Printer (3271/3272 Attachment) — Additions for Americas/Far East 
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Mutually 
Exclusive 


(Must not be 


ordered with) 


\ 


Mutually 
Necessary (N) Special Specify Prerequisite Exclusive 
or Feature | Feature (Must be (Must not be 
Optional (O) Feature Name Code Code ordered with) ordered with) 
N 
Choose one 220 V, 50 Hz 
240 V, 50 Hz 
120 V, 60 Hz 


N Machine Nomenclature 
Choose one English (UK) 


11) N Character Generator Language 
Choose one Austrian/German (Alternate) 


Spanish {Alternate} 


Legend: 
The same language must be specified for control units, displays, and printers in the cluster. 
Saudi Arabia only. 


Figure 2-32. 3287 Printer (3271/3272 Attachment) — Additions for Europe/Middle East/Africa 
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Necessary (N) 


or 
Optional (O) 


Feature Name 


21C, 21D, 31A, 31C, 31D, or 51C or to a 3276 unit with APL/ 


Figure 2-33. 3287 Printer (3274/3276 Attachment) — Universal 


N 
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Mutually 
Exclusive 
(Must not be 
ordered with) 


Special 
Feature 


Specify 
Feature 


Prerequisite 
(Must be ordered 
Code Code with) 


hI Bini EN El OE NN nek 
| | 9660 
[827475276 Avwachment———SS—=i=Cis «dT =SSC*dCSSCSCSCSCSCSC~*™ C=C 83 
N Ss ee ee 
Choose one Ls MI OD a a an eee) Se tl OO oe, ee oe 
(Specifies | 3274Models1A,21A,and31A_ | | | 
Control | 3274ModelsiBand2iB_— TC‘; AT 
Unit) | 3274 Models 1C,21C,and3ic_— | | TT 
| 3274 Models 1D,21D,and31D_ | iY 98ST | 
| 3274Modelic tC CidE(#$R$NNNT | 9609—s || ss CC 
| 8276 Models 1-4 | C(‘iT:C HD 
| | 8276 Models 11-14 | CT S| 
N [Locking Plug SSSCS=~—SSC~‘“‘“‘*dSCBSCdSCSSSSSCSC~C~SSSCSCSC~C~CS 
PE eee eeeseemens newer 2: ae Seeeeeenens omen 
[4 ie | RA Power Cord, 1.8meters(6ft) | | TT | 
ee 
| Power Cord, 4.5meters (15 ft) | | 91S | 
i N | —_—CharacterSet—EBCDIC, =—— (#$s($s$S |S (S—C‘iL«‘ BD | CC 
Choose one | __Ed Character Set—Ascil(B)——~+| | 9084 |__| 1120, 9660__ 
CANIN Binincesc sacl lll! MO IAIN ical 
; | 8330 
El APL/Text 3610, 8331, 1066, 9084 
| CO | CE Friction Feed Paper Handling =| 4770, || 
pO Blower —“‘i‘iTS 9080 
[0 |__ ff Ss (SNA Character String) | | 9660 | 8331,0082 | 8330, 9084 _| 
SCS Support for SFAP 3610, 9660 8330, 9084 
ead Fe 
Models 1 and 2 
Oe Print Error indication 
N [___960-Character Print —=S=S~C~*~idCSC‘“‘;C~*dr;C(~*d;C‘CCC*~“‘“;O Cd 
Choose one [___1920-Character Print _——=~S=S~S~=—‘SC~“‘*‘*d:CS~S~*d*SCéS Or wgs) CC 
[2560-Character Print —=~S~*idCSC*‘“‘“*~*d:C(SG~~*d’~C BBO an wT_| BIO 
[3440-Character Print ——=S~S~sSC~‘“‘*~*d:CéS «dC BB WI | BIO 
|) 3654-Character Print | T9525 | 3880 and 8331 | 8330 
[0 ~S*~*dSCSCSCNV ariable-Wideh Forms Tractor | evo || CdS 
Variable-Width Forms 8700 
pO Extended Print Buffer | 880] CS] 888s 8830 
Pp OCT CB FormsStand — —“‘“(‘iézrLC 5D OT 
[0 | ffl Programmed Symbols (52) —~«|_s7a1_—'| ———=S~*dt:~=Ci 0, geo «des 
[8] Proarammed Symbots (P54) sez |i eid Ss 
[0 Programmed Symbols (PS-4A) [5783 |_| 3610, 3880 | 5781, 5782 _| 
N [Base Color Black SSC~=‘iSC“‘CS$(€;‘#‘d‘CONOSTOCDOC(C ONG 
| ee ae a 
Legend: 
To be attached to the 3274 Type B Terminal Adapter. Text Control Feature 1067. Corequisites: APL/Text (1120) or 
To be attached to the 3276 or 3274 Type A Terminal Adapter PS-2 (5781) 
or base ports. 10) Choose one for Models 1 and 2 only. 
120V, 1-phase, 3-wire, 60 Hz (US/Canada). Gi) The character set must be the same as the transmission code/ 
Gg 2.8 meters (9 ft) normally supplied. Optionally specify other character set used on the control unit to which the 3287 is 
lengths. attached. 
Can be used interchangeably with 8700. Unit cannot be attached to 3274 Model 1B, 1D, 21B, 21D, or 31D. 
[I Accessory item — purchase only. Models 1, 1C, 2, and 2C. 
Not available in E/ME/A countries. Hi} Models 1 and 2C only. 
EB ASCII is available only in U.S. HE) Models 1 and 2 only. 
EX Unit must be attached either to a 3274 Model 1A, 1C, 1D, 21A, Unit cannot be attached to a 3274 Model 1B or 21B. 


a 


Mutually 


Necessary (N) Exclusive 


or 
Optional (O) 


Special 


Specify Prerequisite 
Feature (Must be 
Code ordered with) 


Feature 
Code 


(Must not be 
ordered with) . 


Feature Name 


Power Kl 
100 V, 50 Hz 
110 V, 50 Hz 
200 V, 50 Hz 
220 V, 50 Hz 
230 V, 50 Hz 
240 V, 50 Hz 
100 V, 60 Hz 
110 V, 60 Hz 
120 V, 60 Hz % 
127 V, 60 Hz 


2998 


Choose one 


2805 


N 120 V, 60 Hz Locking Plug 
Choose one 120 V, 60 Hz Nonlocking Plug» 


N Machine Nomenclature 
Choose one Brazilian 
Canadian/French 
English (US) 
English (UK) 


French 

Japanese 

Spanish-speaking 
N 


Character Set Language 


9890 
9891 


2933 


i 


2931 


2775 
2777 
2751 

758 
2756 


Choose one Brazilian 
Canadian/French | 
EBCDIC 
English (UK) 
English (US) 


International 


8330 or 8331 
8330 or 8331 
8331 

2755 
2773 
2769 


Japanese (English) 
8330 or 8331 
8330 or 8331 


3 Japanese (Katakana) 
Spanish-speaking 


NO N NPE NTN NEN TR TOE MTR TNR NO 
~J O}] ol] © 00} 00 [~I | 0}; 00] 0] 0 00 
ol NT NM] & OINTWIO;NM|=—|]o © 
io) SNP AT oO OPN lO; /aolo & 


Legend: 
Japan only must specify if under 200 V. 
Canada must specify. 


Figure 2-34. 3287 Printer (3274/3276 Attachment) — Additions for Americas/Far East 
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Mutually — 
Exclusive 
(Must not be™ 
-ordered with) 


Necessary (N) 
or 
Optional (O) Feature Name 


N 
Choose one 220 V, 50 Hz 
|) 240V,50Hz | 
120 V, 60 Hz | 


N Machine Nomenclature 
Choose one English (UK) 
English (US) 
French —_ 
German | 
Italian | 
Spanish 


| N Character Set Language | 
Choose one Austrian/German. 
| Austrian/German (Alternate) 
Belgian 
Danish/Norwegian | 
— Danish/Norwegian (Alternate) 
English (UK) | 
English (US) 
Finnish/Swedish 
Finnish/Swedish (Alternate) 
French 
| International 
Italian 
Portuguese 
Spanish (Alternate) 


Legend: 
Lt Saudi Arabia only. 


Specify Prerequisite 


Special 
Feature 


Feature | (Must be. 
: ordered with) 


~J 
x 
© 


TNTNENTE NTR TNT NOTE NRT ® 
ISN ENENININ IN TIN INTIS 


742 — 8330 or 8331 
| 8330 or 8331 
8330 or 8331 


__| 8330 or 8331] 


8330 or 8331 


8330 or 8331 


Figure 2-35. 3287 Printer (3274/3276 Attachment) — Additions for Europe/Middle East/Africa 
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™ 


_ Mutually 

Necessary (N) . Special Specify Prerequisite- Exclusive 
or | | . | Feature Feature (Must be (Must not be 
Optional (O) Feature Name. ordered with) rdered with) 


N 115 V Locking Plug 
Choose one 115 V Nonlocking Plug 


Character Set 
Choose one EBCDIC 
6 3. ASCII (A) 
faa El AScil(B) 
ER EScDIC ‘TN/T11' 
' X-Print Error Indication 


Vertical Forms Control 
ERGY Text Print Feature 
“Forms Stand 
IZBEBCDIC Print Belt 


Legend: 

US and Canada only. 

If used with the 3271, the corresponding transmission code must be specified. 
Not available with 3272. Available with 3274 Models 1C, 21C, 31C, and 51C. 
Accessory item — purchase only. 


Available only with 3271/3272 Model 2 or 3271 Model 12. 


ASCII is available in U.S. only. 


Figure 2-36. 3288 Line Printer — Universal 


Mutually 


Necessary (N) Special Specify Prerequisite : 
Exclusive 
or a Feature Feature (Must be iniuseagebe 
Optional (O) Feature Name Code ordered with) 


ordered with) 


N 
Choose one 


Power 
100 V, 50 Hz 
110 V, 50 Hz 


235 V, 50 Hz {ss 2814 
| 2730 


100 V, 60 Hz 
115 V, 60 Hz 


EB Choose one 
(Japan only) | 


Locking Plug 


| 9890 
Nonlocking Plug | 9891 


N Machine Nomenclature 
English (US) 2 
Jopnese [sof SSC~—<~dSC“‘“‘(CSCS 
N Character Generator Language 7 
| 3272 or 3275 
Legend: 


1 Available for all voltages under 200 V. 


Figure 2-37. 3288 Line Printer — Additions for Americas/Far East 
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Mutually 
Exclusive 
(Must not be 
ordered with) 


Specify 
Feature 
Code 


Special 
| Feature 
Code 


Necessary (N) 
or 
Optional (O) 


ON : Power a | 
Choose one 100 V, 50 Hz 
110 V, 50 Hz | 
220 V, 50 Hz 


Prerequisite 
(Must be 
ordered with) 


Feature Name 


235 V, 50 Hz 
100 V, 50 Hz | 


115 V, 60 Hz 
Cho 


German 


N Machine Nomenclature 
Italian 


N - Character Generator Language . 
Choose one, Austrian/German 


Figure 2-38. 3288 Line Printer — Additions for Europe/Middle East/Africa 
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Necessary (N) 
or 

Optional (O) 

N 


Choose one 


Mutually 
Special Specify Prerequisite Exclusive (Must 
| | Feature Feature (Must be not be ordered 
Feature Name ordered with): with): 


52TH Models TA, BTA, and STA a 
3274 Models 1B and 21B 
3274 Models 1C, 21C, and 31C 


(Specifies 


Control 3274 Models 1D, 21D, and 31D 
Unit) 3274 Model 51C 


3276 Models 1—4 
3276 Models 11—14 


GEN Locking Plug 
Choose one Nonlocking Plug 


Eo 3 Power Cord, 1.8 meters (6 ft) 
Choose one E} Power Cord, 3.7 meters (12 ft) 
N 


ee 
as 
ee 
el 
| | 9609 
aaa 
ee are 
ee 


[0 Print Error inccation 
N_ 960-Character Print 
-2560-Character Print 


ff) 3564-Character Print 
ee OT 


i<o) co 
= oO 
ice] ite) 
oO paar 


6 | Choose one 


oi 
0O 
NO 
> 


48-Character Set Print Belt —EBCDIC 5821 
(Additional) 
64-Character Set Print Belt —EBCDIC 
(Additional) 
94-Character Set Print Belt — EBCDIC 
(Additional) 
Ey 1 25-Character Text Print Belt — EBCDIC 
(Additional) 
3 9 48-Character Set Print Belt — ASCII (B) 
(Additional) 


E26 4-Character Set Print Belt — ASCII (B) 
(Additional) 


f§94-Character Set Print Belt — ASCII (B) 


5813 
(Additional) 
Legend: 
ER 120V, 1-phase, 3-wire, 60 Hz (U.S. and Canada). The 3289 must be attached either to a 3274 Model 1A, 1C, 1D, 
2.8 meters (9 ft) normally supplied. Optionally specify 21A, 21C, 21D, 31A, 31C, 31D, or 51C, or to a 3276 unit with 
other lengths. APL/Text Control Feature 1067. 
Available at time of manufacturing only. EB Not available in E/ME/A countries. 
4 Accessory item — purchase only. 9 | Interchangeable only with U.S. English print belts. 
ASCII is available in U.S. only. MQ Unit cannot be attached to a 3274 Model 1B or 218. 


Tl EBcDIC and ASCII (B) print belts are not interchangeable. 


Figure 2-39. 3289 Line Printer — Universal 
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we 


9 


~ 
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Necessary (N) | Special | Specify Prerequisite | gy spend 


or Feature| Feature (Must be (Must not be 
Optional (O) Feature Name Code ordered with) | ordered with) 


200 V, 50 Hz . 
220 V, 50 Hz 


230 V, 50 Hz 
240 V, 50 Hz 
100 V, 69 Hz 


Choose one 


(Japan only) 


Nonlocking plug 


120 V, 60 Hz Locking Plug 
(Canada only) | 
120 V, 60 Hz Nonlocking Plug 
(Canada only) 


Choose one 


(Canada only) 


N 
Choose one 


Machine Nomenclature 
Brazilian/Portuguese 


Canadian/French 


Print Belt Character Set 
Group A 


Choose one 


each from 48-Character Set 
Groups A 64-Character Set 2768 


and B 


127-Character Set (Japanese Katakana 
only) 
EBCDIC 


Group B 


ZY Text Print EBCDIC 
Japanese (English) 


Japanese (Katakana) 
Spanish-speaking 


Legend: 
Group B belts are not interchangeable. 


The 127-character Japanese (Katakana) belt is interchangeable only 
with the 48- and 64-character Japanese (English) belts. 


116-character Canadian/French is interchangeable with 48-, 64-, and 
94-character Canadian/French belts. 


4 The 125-character Text Print belt is interchangeable only with the 
48-, 64-, and 94-character U.S. English belts. 


Available for all voltages under 200V. 


Figure 2-40. 3289 Line Printer — Additions for Americas/Far East 


Special Specify Prerequisite Mutually 


Exclusive 
or Feature Feature (Must be (Must not be 


Optional (O) Feature Name Code ordered with) ordered with) 


Necessary (N) 


to N Power 


Choose one 220 V, 50 Hz 
240 V, 50 Hz 


ees 
eta 
ae 


N Machine Nomenclature 
Choose one English (US) 


French 


2028 
2082 
2051 


N Print Belt Character Set 
Choose one Group A 
each from 48-Character Set 2767 
Groups A 


64-Character Set 
94-Character Set 


Group B 


eine 

ieee 

eed 

i 

acl 
Austrian/German _ 
Austrian/German (Alternate) eee 
Danish/Norwegian Ee ane ne 
Danish/Norwegian (Alternate) es 
English (UK) foe ae ll 
English (US) ees and 
Finnish/Swedish Pe om eal 
Finnish/Swedish (Alternate) ae 
French Es ct 
International ae 
Italian Poe eee 
Portuguese as 
Spanish He eps cal 
Spanish (Alternate) eed 


NO 
<o) 
oO 
~~ 


Legend: 

GB Order SC 2759 for Germany only. 
Saudi Arabia only. 

Group B belts are not interchangeable. 


Figure 2-41. 3289 Line Printer — Additions for Europe/Middle East/Africa 
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Necessary (N) Special Specify | Prerequisite | 
or Feature Feature | (Must be Mutually Exclusive (Must 
Optional (O) Feature Name ordered with): not be ordered with): 

) Voltage Cabling | 9080 or 

Bn 9081 

(Choose one) 


Printer Band Character Set: 
48-character set EBCDIC 
64-character set EBCDIC 
63-character set EBCDIC 
(optimized) 
96-character set EBCDIC 
128-character set Text 


Character Set Height: 
e 2.0mm (0.079 in) 


‘Accent Panel Color: ~ 
(Choose one) Willow green 
Garnet rose 
Sunrise yellow 
Classic blue 
Charcoal brown 
Pebble gray 


Legend: 

120 Vac, 1-phase, 3-wire, 60 Hz 

9080 for below floor; 9081 for on floor. 

If standard 4.3-meter (14-ft) power cord is not desired, specify 9511 for 1.8-meter (6-ft) cord. 

4 | Specify one feature number for character set size and one feature number for character set height. 
B Background color is pearl white. One accent panel color must be specified. 


Figure 2-42. 3262 Line Printer Models 3 and 13 — Universal 
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Appendix A. 3274 Control Storage Requirements 


The following paragraphs describe how to determine the control storage requirements 
for the selected model of the 3274 Control Unit. 


Models 1A, 1C, 1D, and 51C 


After having selected the configuration support and the desired special features for your 
3274, you will have to determine the control storage required. Because some 
combinations of functions and features exceed the basic storage capacity of the control 
unit you have chosen, you may have to order Extended Function Store features to 
provide adequate control storage. Still other combinations may exceed the maximum 
control storage possible with all Extended Function Store features. Such combinations 
are invalid configurations. In these situations, you must forfeit feature(s) in order to 
reduce the control storage requirements to an amount not exceeding the maximum 
control storage possible. 


Do the following procedural steps to determine which, if any, Extended Function Store 
features must be ordered on the model you have selected: 


1. Select the Configuration Support option that contains the functions you want. 
2. Refer to the appropriate figure of control storage requirements, and select the 

features and functions you want. 

a. Use Figure A-1 for a 3274 Model 1A. 

b. Use Figure A-2 for a 3274 Model 1C using SNA protocol. 

c. Use Figure A-3 for a 3274 Model 1C using BSC protocol. 

d. Use Figure A-4 for a 3274 Model 1D. 

e. Use Figure A-5 for a 3274 Model 51C using SNA protocol. 

f. Use Figure A-6 for a 3274 Model 51C using BSC protocol. 


3. Determine the total Type C and total Type D storage required for the features and 
functions you selected in step 2. 


4. Add the Type C and Type D totals to determine the total control storage required. 
If this total is less than 65,536, no Extended Function Store features are required 
and you can stop here. If the total is greater than 65,536, continue with step 5. 


5S. For Model 1A, 1C, or 1D, refer to Figure A-7. If you chose Configuration Support 
A or B, begin at Line 1 and work down. If you chose Configuration Support C, 
begin at Line 4 and work down. Stop at the first line that satisfies the control 
storage requirements you determined in steps 3 and 4. This line tells you the 
Extended Function Store features that your 3274 Model 1A, 1C, or 1D requires. 


For Model 51C, refer to Figure A-8. Begin at the top and work down. Stop at the 

first line that satisfies the control storage requirements you determined in steps 3 and 4. 
This line tells you the Extended Function Store features that your 3274 Model 51C 
requires. 


Appendix A. 3274 Control Storage Requirements A-1 


Models 21A, 21C, 21D, 31A, 31C, and 31D 


Some combinations of functions and features will exceed the basic control-storage 
capacity of the Model 21 control unit you have chosen. After having selected the 
Configuration Support option and the desired special features, you will have to 
determine the control storage required. If the sum of the control storage requirements 
exceeds 65,536, a Model 21 control unit cannot be used arid a Model 31 control unit 
is required. 


Do the following procedural steps to determine the control storage requirements for — 
the functions and features you have selected: 


Determine which Configuration Support option contains the functions you want. 


2. Refer to the appropriate figure of control storage requirements, and select the 
features and functions you want. 


a. Use Figure A-9 for a 3274 Model 21A. 

b. Use Figure A-10 for a 3274 Model 21C using SNA protocol. 
c. Use Figure A-11 for a 3274 Model 21C using BSC protocol. 
d. Use Figure A-12 for a 3274 Model 21D. 


3. Determine the total storage requirements for the features and functions you selected 
in step 2. 


4. Ifthe total storage requirement calculated in step 3 is equal to or less than 65,536, 
the Model 21 can be used. If the storage requirement exceeds 65,536, however, 
the Model 21 Control Unit cannot be used and a Model 31 Control Unit is required. 


A-2 


Model 1A Base (including Copy) (Choose one) 
@ Configuration Support A (#9110) 
e Configuration Support B (#9111) 
@ Configuration Support C (#9112) 


41,200 
45,072 
50,030 


Category A terminals (Choose one) 
@ 1 to 8 terminals (included in base) 
@ 1 to 16 terminals 
@ 1 to 24 terminals 
1 to 32 terminals 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)* 


e Typewriter (3278/3279-#4621, 4624, 4627, 0 786! 
4628, 4640, 4651) 

@ Data Entry (3278/3279-#4622) 0 786! 

e Data Entry Keypunch Layout (3278/3279- 0 786! 
#4623) 

@ Text (3278/3279-#4629) 0 1,560 

@e APL (3278/3279-#4626, 4652) 0 1,560 

Canadian French Keyboards (any) 500 150 

@ Typewriter (3278/3279-#4621, 4624, 4627, 0 1,042! 
4628, 4640, 4651) 

e Data Entry (3278/3279-#4622) 0 1,042! 

e Data Entry Keypunch Layout (3278/3279- 0 1,042! 
#4623) 

e APL (3278/3279-#4626, 4652) 0 1,816 

Japanese Katakana Keyboards 

e Typewriter (3278/3279-#2715, 2717, 2719, 0 1,304 
2708) 


e Data Entry (3278/3279-#2716) 
| @ APL (3278/3279-#2718, 2721) 


Category B terminals (Choose one)?"> 
@e 1 to 4 terminals 

@ 1 to8 terminals 

e 1 to 12 terminals 

@ 1 to 16 terminals 


APL/Text Control Function (Choose one) 
@ Configuration Support A or B 
e Configuration Support C 


3289 Text Print Control 


Host Loadable Printer Authorization Matrix | 500 
Between Bracket Printer Sharing | 800 


SCS Printer Support (3287-#9660, 9661) 
(3262 & 3289-basic function) 


Magnetic Reader Control (3278/3279-#4999) 
(Choose one) 
@ 3275/3277-Compatible 10-Character Set 


@ Numeric and Alphanumeric Character Sets 


The following are available with Configuration Support C only 
[oecomeresion—SSSCS~wCi 


Extended Attribute Terminals (add 256 for each 


terminal) (3278/3287-#3610/3279 Model 2B or 3B) 


Figure A-1. 3274 Model 1A Control Storage Requirements 


1 Configuration Support A consideration only: If 


all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required 
on display stations attached to the 3274, add 
1000 to the Type D storage requirements in 
addition to that listed. 


21F the total type D requirement for Category A and 


Category B terminals exceeds 10,744, use 10,744. 


3No customizing option or additional control 


storage is required to support the 3275/3277- 
compatible character set for the Operator Identi- 
fication Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 
3274. 


4 Add the indicated amount for each keyboard 


type to be used. 


>The structured field and attribute processing 


(SFAP) function is also required when the SCS 
support for SFAP feature (9661) is to be used on 
the 3287 Printer Models 1, 1C, 2, and 2C. 


Appendix A. 3274 Control Storage Requirements 
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Ad 


3274 Model 1C/SNA 


Type C Type D . 


41,030 
46,102 
50,580 


Model 1C/SNA (including Copy) (Choose one) 
EBCDIC | 
e Configuration Support A (#91 10) 
e Configuration Support B (#9111) 
e Configuration Support C (#9112) 


ASCII 
@ Configuration Support A (#9110) 
e Configuration Support B (#9111) 
e Configuration Support C (#9112) 


13,700 
15,096 
17,940 


41,446 
46,518 
51,700 


14,100 — 
15,496 
18,090 


Category A terminals (Choose one)” 
@ 1 to8 terminals (included in base) 
1 to 16 terminals 
1 to 24 terminals 
1 to 32 terminals 


Keyboards on Category A terminals 

(Select all that apply, choosing at least one)* 

e@ Typewriter (3278/3279-#4621, 4624, 4627, 4628, 
4640, 4651) 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

e@ Text (3278/3279-#4629) 

e@ APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 

e@ Typewriter (3278/3279-#4621, 4624, 4627, 4628, 
4640, 4651) 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

APL (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 7 
@ Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

e@ APL (3278/3279-#2718, 2721) 


Category B terminals (Choose one)?"> 


@ 1 to 4 terminals 
e 1 to 8 terminals 
@ 1 to 12 terminals 
e 1 to 16 terminals 


APL/Text Control Function (Choose one) 
@ Configuration Support A or B 
e Configuration Support C 


3289 Text Printer Control 


High Performance Communications Adapter (#6303) 


e Configuration Support A or B 
e Configuration Support C 


Host Loadable Printer Authorization Matrix al 
Between Bracket Printer Sharing 


SCS Printer Support” (3287-#9660,9661 ) 
(3262 and 3289-basic feature) | 


Figure .A-2. 3274 Model 1C/SNA Control Storage Requirements (Part 1 of 2) 


eS 


Magnetic Reader Control (3278/3279-#4999) (Choose one) — 
@ 3275/3277-Compatible 10-Character Set 600 60 
e Numeric and Alphanumeric Character Sets 1,630 316 
Encrypt/Decrypt (#3680) 3,200 | 2,000 
The following are available with Configuration Support C only 
Structured Field and Attribute Processing (SFAP) (EBCDIC only) ae 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required on display stations attached to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


Color Convergence (Base or Extended Color) 


Programmed Symbols (PS) 


Decompression 


Extended Attribute Terminals (add 256 for each terminal) 
(3278/3287-#3610/3279 Model 2B or 3B) 


2 1f the total Type D requirement for Category A and Category B terminals exceeds 10,744, use 
10,744. 


? No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3274. 


4 Add the indicated amount for each keyboard type to be used. 


The structured fieid and attribute processing (SF AP) function is also required when the SCS support 
for SF AP feature (9661) is to be used on the 3287 Printer Models 1,.1C, 2, and 2C. 


Figure A-2. 3274 Model 1C/SNA Control Storage Requirements (Part 2 of 2) 
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3274 Model 1C/ BSC 


Model 1C/BSC (Choose one) © 
EBCDIC | 7 
e Configuration Support A (#9110) 
e Configuration Support B (#9111) 
e Configuration Support C (#9112) 


ASCII 
e Configuration Supper A (#91 10) 
@ Configuration Support B (#9111) 
@ Configuration Support C (#9112) 


38,000 
41,872 
47,150 


13,800 
14,684 
22,200 


38,000 
41,872 
48 650 


14,500 
15,384 
22,900 


Category A terminals (Choose one)? 
@ 1 to8 terminals (included in base) 
@ 1 to 16 terminals 
e 1 to 24 terminals 
e 1 to 32 terminals 


Keyboards on Category A terminals 

(Select all that apply, choosing at least one)* 

@ Typewriter (3278/3279-#4621, 4624, 4627, 4628, 
46A0, 4651) | 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

@ Text (3278/3279-#4629) 

@ APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 

e Typewriter (3278/3279-#4621, 4624, 4627, 4628, 
4640, 4651) 

e Data Entry (3278/3279- #4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

APL. (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 
e Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718, 2721) 


Category B terminals (Choose one)?"> 
@ 1 to 4 terminals 
e 1 to8 terminals 
e 1 to 12 terminals 
1 to 16 terminals 


APL/Text Control Function (Choose one) 
e Configuration Support A or B 
e Configuration Support C 


3289 Text Printer Control 
Host Loadable Printer Authorization Matrix 


Copy (Print Key Function) 2,700 a 


Figure A-3. 3274 Model 1C/BSC Control Storage Requirements (Part 1 of 2) 


-_ 


3274 Mode! 1C/BSC 
Magnetic Reader Control (3278/3279-#4999) (Choose one) 


@ 3275/3277-Compatible 10-Character Set 
@ Numeric and Alphanumeric Character Sets 


Color Convergence (Base or Extended Color) 
The following are available with Configuration Support C only 


Structured Field and Attribute Processing (SFAP) (EBCDIC only) 
Programmed Symbols (PS) 


Extended Attribute Terminals (add 256 for each terminal) 
(3278/3287-#3610/3279 Model 2B or 3B) 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required on display stations attached to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


2 if the total Type D requirement for Category A and Category B terminals exceeds 6844, use 6844. 


3No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3274. 


_4 Add the indicated amount for each keyboard type to be used. 


Figure A-3. 3274 Model 1C/BSC Control Storage Requirements (Part 2 of 2) 
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3274 Model 1D 


Model 1D (including copy) (Choose one) 

e Configuration Support A (#9110) 34,500 17,000 
® Configuration Support B (#9111) 38,372 17,884 
e Configuration Support C (#9112) 39,720 24,900 


Category A terminals (Choose one)? 
@ 1 to 8 terminals (included in base) 
e 1 to 16 terminals 

@ 1 to 24 terminals 

@ 1 to 32 terminals 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)* 
Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
Text (3278/3279-#4629) — 
APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 
Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
APL (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 

@ Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718, 2721) 

Category B terminals (Choose one)2*? 
e 1 to 4 terminals 

@ 1 to 8 terminals 

@ 1 to 12 terminals 

@ 1 to 16 terminals 


APL/Text Control Function (Choose one) 


@ Configuration Support A or B 
e Configuration Support C 


Copy (Print Key Function) 2,700 - ae 
3289 Text Print Control 


Host Loadable Printer Authorization Matrix | | sc | oo 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 


@ 3275/3277-Compatible 10-Character Set 
e Numeric and Alphanumeric Character Sets 


Figure A-4. 3274 Model 1D Control Storage Requirements (Part 1 of 2) 


er ee 
The following are available with Configuration Support C only 

ee 
ee 
a 


Extended Attribute Terminals (add 256 for each terminal) #x256 
(3278/3287-#3610/3279 Model 2B or 3B) 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required on display stations attached, to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


2 1f the total Type D requirement for Category A and Category B terminals exceeds 8844, use 8844. 


3No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3274. 


4 Add the indicated amount for each keyboard type to be used. 


Figure A-4. 3274 Model 1D Control Storage Requirements (Part 2 of 2) 
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3274 Model 51C/SNA a 


Model 51C/SNA (including copy) (Choose one) 
EBCDIC 

e Configuration Support A (#9110) 

e Configuration Support B (#9111) 
e Configuration Support C (#9112) 


ASCII 
e Configuration Support A (#9110) 
@ Configuration Support B (#9111) 
@ Configuration Support C (#9112) 


41,030 
46,102 
50,580 


13,700 
15,096 
17,940 


41,446 
46,518 
51,700 


14,100 
15,496 
18,090 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)? 

e@ Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 

Data Entry (3278/3279-#4622) 

Data Entry Keypunch Layout (3278/3279-#4623) 

Text (3278/3279-#4629) 

APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 

e Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

@ APL (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 
e Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

@ APL (3278/3279-#2718, 2721) 


Category B terminals 


APL/Text Control Function (Choose one) 


e Configuration Support A or B 1,700 

e Configuration Support C 0 

3289 Text Print Control | oo | a2 
High Performance Communications Adapter (#6303) 

e Configuration Support A or B | 600 ~500 

e Configuration Support C 600 +400 


Host Loadable Printer Authorization Matrix | 50 | o | 


Between Bracket Printer Sharing | 00 | 100 


SCS Printer Support” (3287-#9660, 9661) 
(3262 and 3289-basic feature) 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@ 3275/3277-Compatible 10-Character Set 
e Numeric and Alphanumeric Character Sets 


Encrypt/Decrypt (#3680) __ 3,200 


Figure A-5. 3274 Model 51C/SNA Control Storage Requirements (Part 1 of 2) 


{ 


Structured Field and Attribute Processing (SF AP) 
(EBCDIC only) 


Decompression 


Extended Attribute Terminals (add 256 for each terminal) 
(3278/3287-#3610/3279 Model 2B or 3B) 


Loop Attachment (EBCDIC only) 


X.21 Switched Network Operation 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 
and Data Entry Keypunch Layout) are required on display stations attached to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


2No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3271. 


3 Add the indicated amount for each keyboard type to be used. 


4 The structured field and attribute processing (SFAP) function is also required when the SCS 
support for SFAP feature (9661) is to be used on the 3287 Printer Models 1,1C, 2, and 2C. 


Figure A-5. 3274 Model 51C/SNA Control Storage Requirements (Part 2 of 2) 
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Model 51C (Choose one) © 

EBCDIC 

e Configuration Support A (#9110) 
e Configuration Support B (#9111) 
@ Configuration Support C (#9112) 


ASCII | 
e Configuration Support A (#9110) 


38,000 
41,872 
47,150 


13,800 
14,684 
22,200 


38 000 14,500 
e Configuration Support B (#9111) 41,872 15,384 
e Configuration Support C (#9112) 48,650 22,900 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)? 
e Typewriter (3278/3279-#4621, 4624, 4627, 4628, 4640, 
4651) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
Text (3278/3279-#4629) 
APL (3278/3279-#4626, 4652) 


Canadian French Keyboards (any) 

e Typewriter (3278/3279-#4621 , 4624, 4627, 4628, 4640, 
4651) 

e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 

APL (3278/3279-#4626, 4652) 


Japanese Katakana Keyboards 
e Typewriter (3278/3279-#2715, 2717, 2719, 2708) 
e Data Entry (3278/3279-#2716) 

e@ APL (3278/3279-#2718, 2721). 


APL/Text Control Function (Choose one) 
e Configuration Support A or B 
e Configuration Support C 


Host Loadable Printer Authorization Matrix 


Copy (Print Key Function) 


2,700 
Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@ 3275/3277-Compatible 10-Character Set 


e Numeric and Alphanumeric Character Sets 1 pes a 


Color Convergence (Base or Extended Color) | 4,296 | 


The. following are available with Configuration Support C only 


Structured Field and Attribute Processing (SFAP) (EBCDIC only) | 4950 | 950 | 
Programmed Symbols (PS) 2,700 | 9,610 | 


Decompression | 900 | 
Extended Attribute Terminals (add 256 for each terminal) #x256 
(3278/3287-#3610/3279 Model 2B or 3B) 

1 Configuration Support A consideration only: If all three keyboard types (Typewriter, Data Entry, 


and Data Entry .Keypunch Layout) are required on display stations attached to the 3274, add 1000 
to the Type D storage requirements in addition to that listed. 


2No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 Display 
Stations (Category B terminals) attached to a 3274. 


3 add the indicated amount for each keyboard type to be used. 


Figure A-6. 3274 Model 51C/BSC Control Storage Requirements 


~ 


[eo sommsi 
Type C + Type D < 65,536 


Type C + Type D 
and Type C 
and Type D 


Type C + Type D 
and Type C 
and Type D 


Type C + Type D 
and Type C 
and Type D 


Type C + Type D 
and Type C 
and Type D 


> 65,536 
< 49,152 
< 49,152 


Feature Codes 


1801 and 3622 


1801, 3622, and 
3627 


1801, 3622, and 
3625, or 1801 and 
3623 


1801, 3622, 3625, 
and 3627, or 1801, 
3623, and 3627 


Type C + Type D 
and Type C 
and Type D 


>65,536 
< 65,536 
> 49,152 


1801, 3622, 3625, 
and 3628, or 1801, 
3623, and 3628 


Type C 
and Type C 
and Type D 


1801, 3622, 3625, 
and 3628, or 1801, 
3623, and 3628 


> 71,680 Invalid Configuration 


Figure A-7. 3274 Model 1A, 1B, 1C, and 1D Extended Function Store Features 


[rae [sa 
Type C + Type D < 65,536 


Type C + Type D > 65,536 
and Type C < 65,536 
and Type D < 32,768 


1802 and 3630 


1802 and 3632 

(or 1802, 3630, and 
3631 — Field 
Upgrade Only) 


> 65,536 
< 65,536 
> 32,768 


Type C + Type D 
and Type C 
and Type D 


Type C 1802 and 3632 
and Type C (or 1802, 3630, and 
and Type D 3631 — Field 


Upgrade Only) 


> 71,680 Invalid Configuration 


Figure A-8. 3274 Model 51C Extended 
Function Store Features 
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3274 Model 21A 


Model 21A (including copy) (Choose one). 
e Configuration Support A (#9110) 
® Configuration Support B (#9111) 


Category A terminals (Choose one) 

@ 1 to8 terminals (included in base) 
e 1 to 16 terminals 

e 1 to 24 terminals 

e® 1 to 32 terminals 


Keyboards on Category A terminals . 

(Select all that apply, choosing at least one)” 
Typewriter (3278/3279-#4621, 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 

Data Entry Keypunch Layout (3278/3279-#4623) 
Text (3278/3279-#4629) 
APL (3278/3279-#4626) 


Canadian French Keyboards (any) | 
Typewriter (3278/3279-#4621, 4624, 4627, 4628 
Data Entry (3278/3279-#4622) 

Data Entry Keypunch Layout (3278/3279-#4623) 
APL (3278/3279-#4626) 


Japanese Katakana Keyboards 

@ Typewriter (3278/3279-#2715, 2717) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718) 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 


@ 3275/3277-Compatible 10-Character Set 
e Numeric and Alphanumeric Character Sets 


Color Convergence (Base color) 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, 
Data Entry, and Data Entry Keypunch Layout) are required on display stations 
attached to the 3274, add 1000 to the storage requirements in addition to that 
listed. 


2 Add the indicated amount for each keyboard type to be used. 


Figure A-9. 3274 Model 21A Control Storage Requirements 


Storage 


atecrivems 
rover anaeie | 
Tsemeecnriwse 


SCS Printer Support (3287-#9660) 
(3262 and 3289-basic function) 


Requirements 
a. 7 
54,800 — 
59,556 
( 
\ 
— 


3274 Model 21C/SNA 


Storage 
Requirements 


Model 21C/SNA (including copy) (Choose one) 
EBCDIC 


Configuration Support A (#9110) 
Configuration Support B (#9111) 


ASCII 


Configuration Support A (#9110) 
Configuration Support B (#9111) 


Category A Terminals (Choose one) 


1 to 8 terminals (included in base) 
1 to 16 terminals 
1 to 24 terminals 
1 to 32 terminals 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)” 
» Typewriter (3278/3279-#4621, 4624, 4627, 4628) 


Data Entry (3278/3279-#4622) 


54,730 
61,198 


55,546 
62,014 


Data Entry Keypunch Layout (3278/3279-#4623) 


Text (3278/3279-#4629) 
APL (3278/3279-#4626) 


Canadian French Keyboards (any) 
Typewriter (3278/3279-#4621 , 4624, 4627, 4628) 


Data Entry (3278/3279-#4622) 


Data Entry Keypunch Layout (3278/3279-#4623) 


APL (3278/3279-#4626) 


Japanese Katakana Keyboards 
e Typewriter (3278/3279-#2715, 2717) 


Data Entry (3278/3279-#2716) 
APL (3278/3279-#2718, 2721) 


Crenwiees — 
Treen msnariosa |e 
Tieciaater heii | om 
entnrisiy | m 


SCS Printer Support (3287-#9660) 
(3262 and 3289-basic feature) 


Magnetic Reader Control! (3278/3279-#4999) (Choose one) 
@ 3275/3277-Compatible 10-Character Set 660 
e Numeric and Alphanumeric Character Sets 1,946 


Encrypt/Decrypt (#3680) 


Color Convergence (Base color) 


1,700 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, 
Data Entry, and Data Entry Keypunch Layout) are required on display stations 
attached to the 3274, add 1000 to the storage requirements in addition to that 
listed. 


2 Add the indicated amount for each keyboard type to be used. 


Figure A-10. 3274 Model 21C/SNA Control Storage Requirements 
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Storage 
Requirements 


3274 Model 21C/BSC 


Model 21C/BSC (Choose one) © 

EBCDIC | | 
e Configuration Support A (#9110) 
e Configuration Support B (#9111) 


ASCII 
@ Configuration Support A (#9110) 
e Configuration Support B (#9111) 


51,800 
56,556 


52,500 
57,256 


Category A Terminals (Choose one)? 
e 1to8 terminals (included in base) 
e 1 to 16 terminals 
e 1 to 24 terminals 
e 1 to 32 terminals 


Keyboards on Category A terminals 
(Select all that apply, choosing at least one)? 

e Typewriter (3278/3279-#4621, 4624, 4627, 4628) 
e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 
e Text (3278/3279-#4629) 

e APL (3278/3279-#4626) 


Canadian French Keyboards (any) 

e Typewriter (3278/3279-#4621, 4624, 4627, 4628) 
e Data Entry (3278/3279-#4622) 

e Data Entry Keypunch Layout (3278/3279-#4623) 
APL (3278/3279-#4626) | 


Japanese Katakana Keyboards 
e Typewriter (3278/3279-#2715, 2717) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718) 


Category B terminals (Choose one)?"9 


e 1 to 4 terminals 
e 1 to8 terminals 
@ 1 to 12 terminals 
e 1 to 16 terminals 


APL/Text Control Function | 6,900 
3289 Text Print Control 
Host Loadable Printer Authorization Matrix | 880 


Copy (Print Key Function) 2,700 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
e 3275/3277-Compatible 10-Character Set 660 
e@ Numeric and Alphanumeric Character Sets 1,436 


Color Convergence (Base color) 5,494 


1 Configuration Support A consideration only: If all three keyboards (Typewriter, Data 
Entry, and Data Entry Keypunch Layout) are required on display stations attached to 
the 3274, add 1000 to the storage requirements in addition to that listed. 


f No customizing option or additional control storage is required to support the 
3275/3277-compatible character set for the Operator Identification Card Reader 
(4600) on 3277 Display Stations (Category B terminals) attached to a 3274. 


31 the total requirement for Category A and Category B terminals exceeds 
11,544, use 11,544. 


4 Add the indicated amount for each keyboard type to be used. 


Figure A-11. 3274 Model 21C/BSC Control Storage Requirements 


Storage 
3274 Model 21D Requirements 


Model 21D (Choose one) 
@ Configuration Support A (#9110) 
e@ Configuration Support B (#9111) 


Category A Terminals (Choose one)° 
e 1to8 terminals (included in base) 
e 1 to 16 terminals 
@ 1 to 24 terminals 
@ 1 to 32 terminals 


Keyboards on Category A terminals 

(Select all that apply, choosing at least one)* 
Typewriter (3278/3279-#4621 , 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
Text (3278/3279-#4629) 
APL (3278/3279-#4626) 


Canadian French Keyboards (any) 
Typewriter (3278/3279-#4621, 4624, 4627, 4628) 
Data Entry (3278/3279-#4622) 
Data Entry Keypunch Layout (3278/3279-#4623) 
APL (3278/3279-#4626) 


Japanese Katakana Keyboards 

e Typewriter (3278/3279-#2715, 2717) 
e Data Entry (3278/3279-#2716) 

e APL (3278/3279-#2718) 


Category B terminals (Choose one}?"* 
e 1 to 4 terminals 

e 1 to 8 terminals 

@ 1 to 12 terminals 

@ 1 to 16 terminals 


APL/Text Control Function 
Copy (Print Key Function) 


3289 Text Print Control 


Host Loadable Printer Authorization Matrix 


Magnetic Reader Control (3278/3279-#4999) (Choose one) 
@ 3275/3277-Compatible 10-Character Set 
@ Numeric and Alphanumeric Character Sets 


Color Convergence (Base color) 


1 Configuration Support A consideration only: If all three keyboard types (Typewriter, 
Data Entry, and Data Entry Keypunch Layout) are required on display stations 


attached to the 3274, add 1000 to the storage requirements in addition to that 
listed. 


2No customizing option or additional control storage is required to support the 3275/3277- 
compatible character set for the Operator Identification Card Reader (4600) on 3277 
Display Stations (Category B terminals) attached to a 3274. 


31 the total requirement for Category A and Category B terminals exceeds 
13,144, use 13,144. 


4 Add the indicated amount. for each keyboard type to be used. 


Figure A-12. 3274 Model 21D Control Storage Requirements 
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Configurator, GA27-2849-7 Feature Description, GA23-0113 
3271 Control Unit 3230 Printer 
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Appendix B. Abbreviations 


A/FE. Americas/Far East. 

ac. Alternating current. 

ACF. Advanced communications function. 
APL. A programming language. 


J ASCII. American National Standard Code for Information 
Interchange. 


bps. Bits per second. 
BSC. Binary synchronous communication. 


CCITT. Consultative Committee on International Telephone and 
Telegraph. 


DCE. Data-circuit-terminating equipment. 
DDC. Denden digital circuit. 
DDS. Digital data service. 
DDX. Digital Data Exchange. 
Ji&/ME/A. Europe/Middle East/Africa. 
EBCDIC. Extended binary-coded decimal interchange code. 
FCC. Federal Communications Commission. 
IML. Initial microcode load. 
kHz. kilohertz. 


LPDA. Link Problem Determination Aid. 


TNL GN31-1400 (20 Aug 82) to GA27-2849-7 


Ipm. Lines per minute. 

MHS. Magnetic hand scanner. 

MSR. Magnetic slot reader. 

MVS. Multiple virtual storage. 

NPDA. Network Problem Determination Application. 
NTT. Nippon Telephone and Telegraph. 

OS. Operating System. 

PA. Program attention. 

PS. Programmed Symbols. 

PSN. Public Switched Network. 

PTT. Post Telephone and Telegraph Administration. 
SCS. SNA character string. 

SDLC. Synchronous data link control. 

SFAP. Structured field and attribute processing. 
SNA. Systems network architecture. 

TCAM. Telecommunications access method. 

U.S. United States. 

VS. Virtual system. 


VTAM. Virtual telecommunications access method. 
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